
SPECIFICATIONS

EXHAUST FAN

CO110

Updated 7-10Specifications subject to change without notice.

• Grill
 White, polymeric grill secured in place with torsion springs; easily 

removed if necessary, dimensions - 11" x 13 3/4". Optional, stamped 
metal grill paintable white, screw mounted, dimensions 13" x 10 3/8".

• Blower Wheel 
 Balanced polymeric dual inlet blower wheel 6"  diameter x 5 3/8" 

depth, 59 paddles, secured in place using 8M hex nut.

• Motor
 Enclosed 4 pole electronically balanced permanently split capacitor 

motor (PSC); life time lubrication, suitable for continuous operation. 
Motor bearings - sleeve. Rated 120 volts, 60 Hz, 0.6 amps.

• Fan Housing
 23 gauge galvanized steel housing.

Overall dimensions 107/8" x 93/8" x 77/8".

• Duct Collar
 5" round, metal collar adapter, foam rubber back draft damper.

• Electrical Connections
 7/8" hole provided for 1/2" electrical connector connections. Easy 

access to wire compartment from below ceiling without removal of 
blower unit.

• Unit Mounting
 The housing will mount in ceilings with at least 8" of clearance and 

through drywall thickness up to 3/4", with a rough-in opening of 
111/8" x 10". Rated for ceiling insulated to R40. The housing will 
mount either between 16" or 24" OCJ using the 2 supplied housing 
mounting brackets. The housing mounting brackets can be adapted 
for overhead mounting (hardware not provided). Unit is acceptable 
for installation over a tub or shower when installed in a GFCI 
protected branch circuit.
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120 CFM/1.0 Sones @ 0.10" SP., 120 Volts, 0.6 amps, 60 hz.

EXPANDED PERFORMANCE
         Sones Sones Fan Speed Power
     Static Pressure (inches of w.g.)  @ .1 SP @ .25 SP RPM Watts
  0 0.1 0.125 0.25 0.3 0.35 0.4 
 Air Flow - CFM 25 120 119 107 100 89 75 1.0 1.0 920 58

C US

Air King Ventilation Products 
certifies that the model shown 
herein is licensed to bear the 
AMCA seal. The ratings shown are 
based on tests and procedures 
performed in accordance with 
AMCA Publication 211 and comply 
with the requirements of the 
Certified Ratings Program.

Performance shown is for installation type B: Free inlet, Ducted outlet. Performance ratings include the effects of an inlet 
grille and back draft damper in the airstream. Speed (RPM) shown is nominal. Performance is based on actual speed of test.


