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• Dimensions
 AKT120 - 2"L x 1-13/16"W x 4-1/8"H

 AKT8H - 2"L x 1-13/16"W x 4-1/8"H

 AKT60 - 1-1/4"L x 1-3/4"W x 4-1/8"H

 AKT15 - 1-1/4"L x 1-3/4"W x 4-1/8"H

• Control Type
 AKT120 -  White or Almond, electronic 120 minute timer switch 

can be set in increments of 20 minutes to automatically 
turn off exhaust fan. 7.2amp - 120 V.A.C. 500 watt output.

 AKT8H -  White or Almond, electronic 8 hour timer switch can 
be set in increments of 1 hour to automatically turn off 
exhaust fan. 7.2amp - 120 V.A.C. 500 watt output.

 AKT60 -  White or Almond 60 minute rotary dial timer switch can 
be set in increments of 1 to 60 minutes to automatically 
turn of exhaust fan. 15amp max - 120 V.A.C.

 AKT15 -  White or Almond 15 minute rotary dial timer switch 
can be set in increments of 1 to 15 minutes to 
automatically turn off exhaust fan or combination 
heater. Recommended for all Air King combination 
heaters. 15amp max - 120 V.A.C.

• Installations/Voltage
 Single gang box, 120V

• Shipping Info
 AKT120 - UPC: 0-83162-90064-7
  Weight: .34 lbs.

 AKT8H - UPC: 0-83162-90066-1
  Weight: .34 lbs.

 AKT60 - UPC: 0-83162-32351-4
  Weight: .34 lbs.

 AKT15 - UPC: 0-83162-32341-5
  Weight: .34 lbs.
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