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DESCRIPTION

4000.104
1.28 gpf/
4.8 Lpf

4000.004
1.6 gpf/
6.0 Lpf

4000.101
1.28 gpf/
4.8 Lpf

4000.001
1.6 gpf/
6.0 LpfPART NUMBER

TANK

Tank Lever LH

Tank Lever LH

Tank Lever LH

Bolt Cap Kit (consists of 2 caps, 2 sleeves, & 2 retaining rings)

Fluidmaster 400A Inlet Valve

Flushvalve Assembly - 3 inch (includes flapper)

Flapper Assembly - 3 inch

Flushvalve Assembly (HET) - 3 inch (includes flapper)

Flapper Assembly (HET) - 3 inch

EZ-Install Tank Coupling Kit

Tank Cover - 12 inch rough

Tank Cover - 12 inch rough

Elongated Rim Seat - Slow Close

Round Front Rim Seat - Slow Close

Elongated Rim Seat - Slow Close

Round Front Rim Seat - Slow Close

Elongated Rim Seat 

Round Front Rim Seat 

Refill Tube

Flushvalve Assembly - 3 inch (includes flapper)

Flushvalve Assembly (HET) - 3 inch (includes flapper)

Flapper Assembly - 3 inch

Flapper Assembly (HET) - 3 inch

Silicone Flapper Seal

Bowl to Floor Knobs

738903-XXX0A

7381064-XXX0A

7381143-200.XXX0A

7301540-200.XXX0A

7381125-400.0070A

7381146-401.0070A

7381193-201.0070A

7381146-406.0070A

7381193-203.0070A

7381147-200.0070A

735154-400.XXX

735158-400.XXX

5283.110.XXX

5281.110.XXX

5218.110.XXX

5121.110.XXX

5283.510.XXX

5281.510.XXX

738570-100.0070A

7381146-408.0070A

7381146-409.0070A

7381193-205.0070A

7381193-206.0070A

7381211-200.0070A

7381167-200.0070A

Repair parts are determined by toilet tank number which can be found marked inside tank.
NOTE: "XXX" represents color or trim finish options. Specify when ordering.

For further assistance please call: 
In the USA (800) 442-1902 www.americanstandard.com 
In Canada (800) 387-0369 www.americanstandard.ca

Use of in tank cleaning products voids warranty 
as they may damage parts and cause leakage 
that may lead to property damage.

WARNING:
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4000.107
1.28 gpf/
4.8 Lpf
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