Style That Works Better

# MISSOURI <br> WALL-HUNG LAVATORY 

VITREOUS CHINA

## MISSOURI WALL-HUNG LAVATORY

Product Features:

- Made in U.S.A.
- Wall-hung lavatory
- Made from vitreous china
- Front overflow
- Contoured rectanglar basin
- Drilled for carrier with concealed arms
- Two soap depressions

Faucet holes on 4" ( 102 mm ) centers:
0436.004US For wall hanger (included) or concealed arms support


SHOWN: 0436.004US

## Faucet holes on 8" (203mm) centers:

$\square$ 0436.008US For wall hanger (included) or concealed arms support

## Nominal Dimensions:

$508 \mathrm{~mm} \times 464 \mathrm{~mm}$
(20" x 18-1/4")

## Bowl Sizes:

$368 \mathrm{~mm}\left(14 \frac{1}{2}\right.$ ") wide
254mm (10") front to back

## Compliance Certifications -

Meets or Exceeds the Following Specifications:

- ASME A112.19.2M for Vitreous China Fixtures
- Buy American/ARRA Compliant


## To Be Specified:

$\square$ Color: $\square$ White

- Faucet:
- Faucet Finish:
- Supplies:
- 1-1/4" Trap:
- Nipple:
- Bracket Support (by others):
$\square$ Concealed Arms Support (by others):

MEETS THE AMERICANS WITH DISABILITIES ACT GUIDELINES AND ANSI A117.1 ACCESSIBLE AND USABLE
BUILDINGS AND FACILITIES - CHECK LOCAL CODES.
Top of front rim mounted 864 mm (34") form finished floor.

Style That Works Better

VITREOUS CHINA


| DIMENSIONS STANDARD |  |  |  |  |  |  |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| SIZE | A | B | C | 0 | X | G | H | K | M | Q | R | Y |
| $20 " \times 18$ " | 20" | 18-1/4" | 3-3/4" | 7-1/2" | 15-7/8" | 4-3/8" | 16-1/4" | 5-5/8" | 1-3/4" | 9-7/8" | 3-7/8" | 16-1/4" |


| DIMENSIONS MILLIMETERS |  |  |  |  |  |  |  |  |  |  |  |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| SIZE | A | B | C | $\bigcirc$ | X | G | H | K | M | Q | R | Y |
| $508 \times 457 \mathrm{~mm}$ | 508mm | 464mm | 95mm | 191mm | 403mm | 111 mm | 413mm | 143mm | 44mm | 225mm | 98mm | 413mm |



## MEETS THE AMERICANS WITH DISABILITIES ACT GUIDELINES

AND ANSI A117.1 ACCESSIBLE AND USABLE
BUILDINGS AND FACILITIES - CHECK LOCAL CODES.
Top of front rim mounted 864 mm (34") form finished floor.

