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ENFIELD CONSOLE TABLE

❏ 7460.100 Enfield Console Table with
Raised Wood Panel Inserts

❏ 7460.200 Enfield Console Table with
Prairie School Falling Leaves Cast Grilles

The flawless simplicity of the Shaker movement 
is the essence of the Enfield Console Table.

• Shaker design inspiration
• Frame made from solid maple hardwoods

in your choice of Cherry or Maple finish
• Available with raised wood panels, or Prairie

School Falling Leaves cast grilles
• Shown complete with granite table top, sink 

and faucet (to be ordered separtely)

Nominal Dimensions:
29” x 25-1/4” (737 x 641mm)
34” (864mm) height 

SEE REVERSE SIDE FOR ROUGHING-IN DIMENSIONS

To Be Specified (Required):

Enfield Console Table Tops 27”x 24-3/8” (686x619mm)

❏ 6860.722 Autumn Spray granite table top,
pre-drilled with faucet holes on 8” centres  and
pre-cut for 0740 Enfield Sink

OR

❏  6860.725 Bakersfield White granite
table top, pre-drilled with faucet holes
on 8” centres and pre-cut for 0740 Enfield
Sink

❏ 0740.000 Enfield Sink (Specify color)

To Be Specified (Recommended):

❏ 752682-495.295  Decorative P Trap (Satin fin-
ish)

❏ 752683-495.295 Decorative angle stop & sup-
plies (pair) in Satin finish

❏ 7881732.295 Hampton 8” Spread Faucet

9/01

7460 200 Enfield Console Table in Maple finish shown with
(6860-725) Bakerfield White granite table top, Enfield Sink
(0740) and Hampton faucet 7881732.295

7460 100 Enfield Console Table in Cherry finish. Shown
with(6860-722) Autumn Spray granite table top, Enfield
Sink (0740) and Hampton faucet 7881732.295

Bakersfield White Autumn Spray
NOTE: The above are photographs of the Enfield Granite Table Tops
and are to be only used as a guide for selection. Granite is a natural
product and as such may vary in shading and texture. Viewing
Granite Tops on display at a local AMSTD. Dealer is recommended.
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PANELED INSERT

L of Faucet **C

Dimensions of vitreous china lavatories are nominal and may vary within the range of toler-
ances established by ANSI Standard A112.19.2 These measurements are subject to change or
cancellation. No responsibility is assumed for use of superseded or voided leaflet.

IMPORTANT:

*

▼

■

DIMENSIONS SHOWN FOR LOCATION OF SUPPLIES AND “P” TRAP ARE SUGGESTED. 

SPOUT MUST BE 4-5/8” LONG (MIN.) FOR ADEQUATE CLEARANCE INTO SINK

FAUCETS NOT INCLUDED AND MUST BE ORDERED SEPARATELY.

LEG ANCHORING SCREWS NOT INCLUDED.

SUITABLE FOR REINFORCEMENT ONLY. ACTUAL DIMENSIONS MUIST BE TAKEN FROM FIXTURE.

IN-FIELD ADJUSTMENT OF POP-UP ROD EXTENSION REQUIRED. PROVIDE A 2-1/2” OFF-SET
BEND FOR PROPER OPERATION.

NOTES:

**


