
Classic enclosures use 

innovative engineering to create 

a suspended glass look to 

complement sophisticated bath 

decors.

Sliding
Tub/Shower 

Doors
A0043/A0053

the CLASSIC BYPASS

B E C A U S E  T H E  S H O W E R  I S  E V E R Y T H I N G
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 3/16" Glass 

 1 9/16" NOTES
1. MEETS OR EXCEEDS
ASTM C1464-06 AND ASTM C1048
2. SAFETY CRITERIA
CPSC 16 CFR 1201
CATEGORIES 1 & 2
AND ANSI Z97.1
3. SGCC CERTIFICATION REQUIRED

3400/3500

CLASSIC BYPASS ENCLOSURE
Semi-Frameless Tub/Shower Door 

A0043
A0053

Features
•	 Classic Semi-Frameless Bypass Enclosure 
•	 Single exterior towel bar
•	 3/16” (4.8 mm) thick tempered glass available in three options
•	 Traditional style header has safety T-lock feature to ensure 

stability
•	 Anodized aluminum hardware prevents rusting or corrosion
•	 Sta-Kleen track’s gentle slope keeps water in the shower
•	 Slotted roller assembly allows for easy out-of-square 

adjustment
•	 Entry to the shower is available from either the left or right side

3/16” Glass Options
•	 Clear (CL)
•	 Obscure (OB)
•	 AquaGlideXP Clear (XP)

Frame Options
•	 Silver (SV)
•	 Brushed Nickel (BN)
•	 Oil Rubbed Bronze (OR)

Model
Tub
•	 A0043-60 56” - 60”  57” 

Shower
•	 A0053-48 44” - 47”  70” 
•	 A0053-60 56” - 60”  70” 
*Measurements after walls are finished.

Installation Notes
Install this product according to the installation guide.

Applicable Codes/Standards 
Specified model meets or exceeds the following:
•	 ASTM C1464-06 and ASTM C1048
•	 Safety criteria CPSC16 CRF 1201 categories                                

1 & 2 and ANSIZ97.1
•	 SGCC Certification required.

www.bascoshowerdoor.com
A0043-A0053Specs.pdf

1-800-45-BASCO
(1-800-452-2726)
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