
I N S T A L LA T ION AND WIR ING D I AGRAM
LEDRA SER I E S  LED s

LEDRA KEPLER S CONCE
ART .  NO . 135 451-1ch/m chrome, white, 3000k 

135 451-1mc/m    matte chrome, white, 3000k

R EAD AL L  OF THE SE IN S TA L LA T ION IN S TRUC T ION S  BEFORE IN S TA L L ING THE F I X TURE 

1.    THIS PRODUCT MUST BE INSTALLED BY A PERSON FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE PRODUCT
       AND THE HAZARDS INVOLVED, IN ACCORDANCE WITH THE LOCAL NEC CODE.
2.    This product must be wired in series to a Class 2 LED driver only with 700mA output.
3.    DRY LOCATIONS ONLY.
4.    SUITABLE FOR SUSPENDED CEILING.
5.    Turn off power prior to any work on the systems.
6.    Warranty is void in case of unauthorized modifications and/ or improper use.

I MPORTANT SA FE T Y  IN S TRUCT ION S

™

B R U C K  L I G H T I N G  S Y S T E M S
15774 Ga t eway C i r c l e   Tu s t i n ,  C A .  92780
www . b r u c k l i g h t i n g . c om

Fo r  mo r e  a s s i s t a n c e  w i t h  t e c hn i c a l  qu e s t i o n s  p l e a s e  c a l l  o u r  

t e c hn i c a l  s uppo r t  s t a f f  a t  ( 714 )  259 -9959 .   Y ou c an a l s o  c on t a c t  

u s  b y  ema i l  a t  i n f o@bru ck l i g h t i n g s y s t em s . c om .

C o n t e n t s  o f  De l i v e r y :
L EDRA KEPLER S CONCE -  q t y .  ( 1 )
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- Begin by connecting the two wires from the 
transformer (A) to the power cables in the wall. 

- Insert the screw (C) into the mounting plate (D). 

- Place the canopy cover (F) over the mounting plate (D) 
and secure it with the allen screw (G) located on the 
side of the base. 
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