
LEDRA® III
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Description:
The Ledra III is a fully adjustable Uni-Light fixture. Integral
AC/DC converter allows fixture to work on all Bruck tracks with
standard 12VAC transformers. Internal dimming, through
integral 32-step switching, controls on each fixture for precise
setting. The small size, long life, lack of UV, and cool beam
makes the Ledra III ideal for displays, casework, difficult to
maintain locations, and applications requiring efficient rich color
accents. Can only be used with a magnetic transformer.

Part Numbers:
135801bz/s bronze, white, 10° lens
135801bz/m bronze, white, 30° lens
135801bz/fl bronze, white, 45° lens
135801mc/s matte chrome, white, 10° lens
135801mc/m matte chrome, white, 30° lens
135801mc/fl matte chrome, white, 45° lens
135801-1bz/s bronze, warm white, 10° lens
135801-1bz/m bronze, warm white, 30° lens
135801-1bz/fl bronze, warm white, 45° lens
135801-1mc/s matte chrome, warm white, 10° lens
135801-1mc/m matte chrome, warm white, 30° lens
135801-1mc/fl matte chrome, warm white, 45° lens

Technical Specs:
12V AC/DC input
700mA DC constant current output
6VA, 5W for 1(3watt LED)
White source of 140 lumens
Warm White source of 120 lumens
Suitable for dry location only
Internal 32 step dimming capable with power-off memory
Not compatible with electronic transformers
Not dimmable by power supply

Warranty:
All 3 Watt LED fixtures are warranted to be free from defects in
material and workmanship for three (3) years from date of
delivery. 
 For full warranty details, please see our terms and conditions
here
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