
SPECSFEATURES CEILING DROP DIMENSIONS

A: 4" DR - 24.3"
C: 21.02"
E: 19.51"

B: 24.3"
D: 5.91"
DR = Downrod

Blade Sweep.  . . . . . . . . . . . . . . . .               19"

Number of Blades  . . . . . . . . . . .           3

Blade Pitch  . . . . . . . . . . . . . . . . . .                  7˚

Motor Size (MM) . . . . . . . . . . . . . .              82 x 25

AMPS (HI Speed) . . . . . . . . . . . . <1

Shipping Wt. (lbs.) . . . . . . . . . . .           21.58

CU. FT. in Carton . . . . . . . . . . . . .             4.78

Airflow 
(Cubic Feet Per Minute)  . . . . .     2,025

Guide Wattage . . . . . . . . . . . . . . .              55 Watts

Airflow Efficiency 
(CFM Per Watt) . . . . . . . . . . . . . .              37 

Heavy-Duty, 3 Speed  Motor

Dual Mount

4" Downrod (Included)

Limited Lifetime Warranty

90˚Tilt Feature on Motor Head Unit

Bellows Remote and Wall Controls (Included)

Suitable for Damp Locations
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*Compare: 36” to 48” ceiling fans have airflow 
efficiencies ranging from approximately 71 to 86 
cubic feet per minute per watt at high speed. 

Bellows III

Introducing the ultimate industrial Retro-chic rotating cage fan, indoors or out.  Ceiling-mounted with a 4” downrod, the 
uber-cool Bellows III is equipped with a 90-degree tilt feature, 21” blades, 360 degree rotation, and a powerful 3-speed 
motor. 
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A

A

Model   .   .   .   .   BW321AG3
Location  .  .  .   Suitable for Damp Locations

Aged Bronze Textured Bellows III

AVAILABLE FINISHES

Aged Bronze Textured

Brushed Polished Nickel

AG

BNK

O U T D O O RBellows III

FAN CONTROL OPTIONS

Bellows Remote and Wall Controls (Included)

B

B
Model   .   .   .   .   BW321BNK3
Location  .  .  .   Suitable for Damp Locations

Brushed Polished Nickel Bellows III




