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Model . . . . VS60OB5
Blade  . . . . Included
Light.  .  .  .  . Integrated

Oiled Bronze Vesta with Reversible 60” Custom 
Oiled Bronze/Mahogany (Shown) Blades and 

Integrated Light Kit

“Compare: 49” to 60” ceiling fans have airflow efficiencies 
ranging from approximately 51 to 176 cubic feet per minute 
per watt at high speed.” 

A: 4.5” DR - 20”
C: 16.7”
E: 15.1”

B: 4.5” DR - 17”
D: 6.0”
DR = Downrod

Ceiling Drop Dimensions

Blade Sweep Opt. . . . . . . . . . . . .60”

Number of Blades . . . . . . . . . . . .5

Blade Pitch . . . . . . . . . . . . . . . . . .13.5˚

Motor Size (MM). . . . . . . . . . . . . .188 x 25

AMPS (HI Speed). . . . . . . . . . . . .<1

Watts (HI Speed) . . . . . . . . . . . . .73

Shipping Wt. (lbs.) . . . . . . . . . . . .37.59

CU. FT. in Carton . . . . . . . . . . . . .3.54

Airflow* 
(Cubic Feet Per Minute) . . . . . . 5,328

Airflow Efficiency* 
(CFM Per Watt) . . . . . . . . . . . . . 73

speCs

Heavy-Duty, 3 Speed Reversible Motor

4.5" Downrod (Included)

Limited Lifetime Warranty

Reversible Custom Blades (Included)

Indirect Uplight (6-15W Candelabra Bulbs) 
(Included) and Integrated Downlight 
(1-75W JD Halogen Bulb) (Included)

Both Remote and Wall Controls (Included)

Patented Tripod Mounting System
(For Use on Minimum 9’ Ceilings)

Optional Blank Light Lens Cover (Included)

FeATUres

Vesta
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