
 

SS2015 Series

120-277V  16W LED

5"Ø x 32"

FIXTURE DESCRIPTION FINISH

SS2015-SA 120-277V  16W LED Satin Aluminum

SS2015-BZ 120-277V  16W LED Bronze

SS2015-WT 120-277V  16W LED White

32"

5"
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Surface / Stem Mount
16W LED

SS2015 Series LED
120V–277V

Entity LED

Fixture

•	 120-277V  16W LED,  
2,800°K ±100°K, CRI 85, 1,100 lm

•	 120-277V incandescent (triac) dimmable integral driver

•	 25°, 45°, 65° optics included; optional 85° optic available

•	 Flush or pendant mount

•	 UL/C-UL Listed for damp location  

Housing

•	 Diecast aluminum housing

•	 Spun aluminum shades

Finish

•	 Satin Aluminum, Bronze, White

Accessories

•	 Stem Kit: 1-6”, 2-12”, 1-18” stems with hang-straight canopy

•	 Shades: Flat Disc, Shallow Bowl, Deep Bowl

•	 Optional 85° optic

Project

Fixture Type

Location

Contact

Phone
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NUMBER DESCRIPTION

EDL-85-OPTIC 85° optic

NUMBER DESCRIPTION FINISH

SS2015-STMKIT-SA Stem Kit: 
1-6”, 2-12”, 1-18” stems  
with hang-straight 
canopy

Satin Aluminum

SS2015-STMKIT-BZ Bronze

SS2015-STMKIT-WT White

NUMBER DESCRIPTION FINISH

SS2015-SHDA-SA Flat Disc Shade Satin Aluminum

SS2015-SHDA-BZ Flat Disc Shade Bronze

SS2015-SHDA-WT Flat Disc Shade White

SS2015-SHDB-SA Shallow Bowl Shade Satin Aluminum

SS2015-SHDB-BZ Shallow Bowl Shade Bronze

SS2015-SHDB-WT Shallow Bowl Shade White

SS2015-SHDC-SA Deep Bowl Shade Satin Aluminum

SS2015-SHDC-BZ Deep Bowl Shade Bronze

SS2015-SHDC-WT Deep Bowl Shade White

SS2015-SHDA Series
Flat Disc  16"Ø x 1/8"h

SS2015-SHDB Series
Shallow Bowl  16"Ø x 1s"h

SS2015-SHDC Series
Deep Bowl  16"Ø x 4s"h
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Accessories

Entity LED

Shades

Stem Kits

Optics

Fixture

•	 120-277V  16W LED,  
2,800°K ±100°K, CRI 85, 1,100 lm

•	 120-277V incandescent (triac) 
dimmable integral driver

•	 25°, 45°, 65° optics included; 
optional 85° optic available

•	 Flush or pendant mount

•	 UL/C-UL Listed for damp location

Housing

•	 Diecast aluminum housing

•	 Spun aluminum shades

Finish

•	 Satin Aluminum, Bronze, White

Accessories

•	 Stem Kit: 1-6”, 2-12”, 1-18” stems 
with hang-straight canopy

•	 Shades: Flat Disc, Shallow Bowl, 
Deep Bowl

•	 Optional 85° optic

Photometrics

•	 See www.csllighting.com for 
current photometric data
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