
LAVATORY FAUCETS
■ Addison® Bath Collection
■ Single Handle Deck Mount

Submitted Model No.: _______________________________________________
Specific Features: __________________________________________________

STANDARD SPECIFICATIONS: 
• Max. 1.20 gpm @ 60 psi, 4.54 L/min @ 414 kPa
• One or three hole mount (escutcheon             
   optional, included) 
• Solid brass fabricated body
• Diamond coated ceramic  cartridge
• Handle motion "Euro Style"
• Models have metal drain with pop-up type fitting      
   with plated flange and stopper
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COMPLIES WITH:
• ASME A112.18.1 / CSA B125.1
• ASME A112.18.2 / CSA B125.2

 Indicates compliance to    
 ICC/ANSI A117.

• EPA WaterSense®

• Verified compliant with .25% weighted       
   average Pb content regulations.

4 1/4"
(108 mm)

1 3/8"
(35 mm) Dia.

1 1/4"
(32 mm) Dia.

2 1/8"
(54 mm) Dia.

1 5/8" 
(41 mm) 

to 
2 3/8" 

(60 mm) 

4 1/8"
(105 mm)

 2"
 (51 mm)

 5 3/4"
(146 mm)

 2 1/2"
(64 mm)

34"
(864 mm)

 33"
(838 mm)

 5 3/4"
(146 mm)
Optional

Escutcheon

 2 1/2"
(64 mm)

Optional 5 3/4"
Escutcheon

 9 3/4"
(248 mm)

10 1/4"
(260 mm)

 5 1/16"
(129 mm)

9"
(229 mm)

 3/8" (9 mm)
Compression

Fitting

▲ Designate Proper Finish Suffix 

Min. 2 1/2" (64 mm)
Clearance To Back Splash

RP64170
Flexible Lift Rod

WARRANTY
• Lifetime limited warranty on parts (other than      
   electronic parts and batteries) and finishes:      
   or, for commercial users, for 5 years from     
   date of purchase.
• 5 year limited warranty on electronic parts      
   (other than batteries); or, for commercial      
   users, for 1 year from the date of purchase.       
   No warranty is provided on batteries.

FEATURES: 
• DIAMOND Seal® Technology
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