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COMPLIES WITH
• ASME A112.18.1 / CSA B125.1
       Indicates compliance to
       ICC / ANSI A117.1

6 11/32"
(161 mm)

2 7/16"
(62 mm)

1/2"-14 NPSM 3 X 1 5/16"~1 1/2"
(33~38 mm)

Hole Size

10 13/32"
(264mm)

8 11/32"
(212 mm)

360° Swing Spout

13 15/32"
(342mm)

3 19/32"
(91 mm)

8 11/32"
(212 mm)

1 27/32"
(47 mm)

Max. Deck
Thickness

8"
(203mm)
Centers

1 5/16"~1 1/2"
(33~38 mm)

Hole Size

2 11/16"
(68 mm)

Max. Deck
Thickness

1 1/16" 
(27 mm)

Dia

Cassidy™ Series

Min.2 1/2" (64 mm)
Clearance to Back
Splash Recommended

STANDARD SPECIFICATIONS: 
• Maximum 1.5 gpm @ 60 PSI, 5.7 L/Min @ 414 kPa
• Three or four hole mount
• Control mechanism shall be of the rotating cylinder
   type with stainless steel plate and with replaceable
   non-metallic seats operating in stainless steel lined sockets 
• 3/8" O.D. straight PEX supply tubes               
• Spout rotates 360˚

WARRANTY
• Lifetime limited warranty on parts (other than      
   electronic parts and batteries) and finishes:      
   or, for commercial users, for 5 years from     
   date of purchase.
• 5 year limited warranty on electronic parts      
   (other than batteries); or, for commercial      
   users, for 1 year from the date of purchase.       
   No warranty is provided on batteries.


