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120V Line Voltage Gimbal
Ring Track Fixture

Features

For use with 1 or 2 circuit track and accessories.●

Lamp: 120V 150W PAR38.●

Specifications

Wattage 150W

Voltage 120V

Lamp Type Medium Base (E26)

Damp LocationListed

Technical Details

Construction: Meticulously manufactured track fixture with a clean powder coated finish for lasting quality.

Adjustability: Track head is adjustable 180° vertically with 358° rotation.

Lamp: Compatible with LED and non-LED PAR38 short neck only, lamp (not included).

Installation: Effortlessly installed into H-Style track from ELCO or others. Compatible with Single and Double
circuit track. Can be ordered as J-Style or L-Style.

Socket: High quality Porcelain socket, jacketed aluminum screw shell, medium-base (E26) socket.

Dimmability: Triac and ELV dimmable based on lamp.

Listings:
ETL Listed ●

RoHS Compliant●

Options

All Copper All Nickel All White

All Black

Dimensions

Product Numbers

Item Lamp type Watts Voltage Finish

ET631B Medium Base (E26) 150W 120V All Black

ET631CP Medium Base (E26) 150W 120V All Copper
ET631N Medium Base (E26) 150W 120V All Nickel
ET631W Medium Base (E26) 150W 120V All White


	project_name: 
	fixture_type: 
	date: 


