
THE PALISADE ®

FP220 Series

SPECIFICATION  SHEET

Ceiling fan is secured to a structural member such as a ceiling joist and must be 
capable of withstanding a load of at least 100 pounds.  A 3/8˝ x 5˝ long lag bolt 
passes through the outlet box and into the wood member above. 

INSTALLATION  REQUIREMENTS

Ceiling fan requires a grounded electrical supply line of 120 volts AC, 60 Hz, 15 
amp circuit.  Optional lighting is available, including a single bowl fixture with a 
maximum of 180 watts and a variety of four light fixtures with a maximum of 240 
watts. 

ELECTRICAL  REQUIREMENTS

Two motors per fan: 120 VAC, 60 Hz, 0.90 amps (each motor).  The Palisade® 
is packaged with a two-speed, “C3” wall control.  Approximate speeds: High - 50 
rpm; Low - 30 rpm.  Single-speed (no control) 220 VAC, 50 Hz export version 
available (Antique Brass only).

MOTOR  ASSEMBLY  UNIT

Specifications subject to change
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Blade Sweep
18˝ Blade = 44˝
22˝ Blade = 52˝
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18˝ Blade = 64˝
22˝ Blade = 68˝

7´ Minimum
from floor

**FINISH OPTIONS:
Various Damp Location and non-Damp Location finishes are available. See Catalog or visit our website, www.fanimation.
com for more finish selections.

CONTROL OPTION:
Includes slide wall control (C3). Optional fan & light slide wall control (C6) is available.  Instructions provided with 
control. 

LIGHTING OPTIONS:
Optional lighting fitters and light kits are available, including a single bowl fixture with a maximum of 180 watts and a 
variety of four-light fixtures with a maximum of 240 watts.

BLADE OPTIONS:
Various Palm, Bamboo, and Wood blades are available, sold seperately. See Catalog or visit our website, www.
fanimation.com for more blade selections.

ACCESSORY OPTIONS:
Various optional accessories are available. See Catalog or visit our website, www.fanimation.com for more 
information.
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Component Weights
Fan Body 29 lbs

Blade Set (8)† 3 lbs

Extension Pole† 1 lb/ft
†Sold Seperately

Fan Assembly A
*24˝ Pole w/18˝ Palm Blades 48˝

30˝ Pole w/22˝ Palm Blades 58˝

36˝ Pole w/22˝ Palm Blades 64˝

48˝ Pole w/22˝ Palm Blades 76˝

60˝ Pole w/22˝ Palm Blades 88˝

72˝ Pole w/22˝ Palm Blades 100˝
* 24˝ Extension Pole may be used
  with 18˝ blades only
* Blade pitch 40°
* Can be mounted on a sloped
  ceiling up to 45°


