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19701 Da Vinci
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INSTALLATION DIMENSIONS

Serie Milano
7869000

5" Thermostatic Valve with
Volume Control trim only

W2'NPT

—

e

S,

[

oy,
= \\\
' \

| L
I
|
3
T

L L (e

WL N

|1 28/84"MIN-1 31/32"MAX

WWW.FORTISFAUCET.COM

@R \

L;p

/’_‘\
M%__‘::

KR“‘*»& ==] s"'é.{ / (é
__ | 2'NPT
I b 3/4° =

FORTIS

FPURO DESIGN ITALIANG




SPECIFICATION SUBMITTAL

Serie Milano
7869000

%" Thermostatic Valve with
Volume Control trim only

STANDARDS
e Compliant with ASME A112.18.1-B125.1
e Compliant with ASSE 1016
e Certified by CSA International

7869000PC
7869000BN

Finishes

Polished Chrome
Brushed Nickel

x

x

7869000PC
7869000BN

Features

Solid Brass Construction

1/2” Stacked Thermostatic Valve Featuring Ceramic Discs
High Flow Valve Supports Multiple Outlets

Kit Includes Trim and Thermostatic cartridge

1/2” NPT Inlets

Progressive Volume Control

Independent Temperature Control

Step-By-Step Installation Instructions
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Limited Lifetime Warranty

Project:
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