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GENERAL IN STALLATION IN STRUCTI ON
'lOWIit_ tlAR, I)OtJIll.ll lIlwLr. BAlt. r'rssLili I Iot,t)rR (rR.Ar)1 r'roNAt.)

PREPARATION

Tools Required forAssembll: (Not included)

' Pencil
. Electfical drill\.!ith 5/16 in. drillbit
. Hammer
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. Ler,el
. Safet)'glasses
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. Philips head scrervdriler
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A aO,,trUn, Dr'1'rvall ancho|s are fbr drywalls onl). Use tile anchors tof tile surtaces. (Not included )

INSTALLATION INSTRUCTIONS

L Ilold asserrbled item up against desired position on u all,

and outline the back plates ofend pieces \i ith a pencil. (Fig. l)
LJse a measuring tape and a level fbr accuracy.

2. Position a rnounting bfacket (C) in the center ofoutlined back p1ate.

Use a pencil to m:rrk positioning ofthe scfe\ holes. (Fig.2)

i. Drill 5/16 in. pilot holcs into the rvall $'here the dry ivall anchors (E)

r ill be inselted.

.1. Pinch dr1-\ali anclrols (E) t\!o wings together (Fig.3)-
and inse it into the hole horizontall'.
Tap flush rlith the \\all using a harrmer.

5. lnseft the red push pin (F) into the dryu'all anchors (E)

Lrntil the rvings pop open. (Fig. 4) Then remove the pin.

Do not tap the fed push pin Nith harnmer.

6. Place the mounting bracket (C) over the dry-lali anchors (E).

Insen mounting screws (C) through the bracket and anchors.

and then tighten firnl), \rith Philips head screwdriver. (Fig. 5)

7. Secure the end piece (A) nith A llen l'rench (Ll)and set screrv (D). (Fig.6)

8. Repeat 2-6 fbr the other end piece. and insed the bar

tubing into the end pieces. Secure the oiher end piece rvith

Allerr rrrencl atd sel scretr.

CARE AND MAINTENANCE

To rraintair the beautil'ul luster tinish. please use soft danrp cloths \\hen
cleaning and never use anv cleaning soh.ents.


