
Also Available

C353-16-CH

Fixture Finish: Chrome

Glass/Shade Finish: Suspension Glass

Materials: Steel, Glass

Fixture Width: 17.5” 44.45cm

Fixture Height 14” 35.56cm

Fixture Extension

Glass/Shade Width: 4.75” 4.75

Glass/Shade Height: 3.125” 3.125

Glass Extension: 3” 3

Canopy Backplate Dimensions: 6”Dia x 3.875”E 15.24cmDia x 9.8425cmH

Cover Plate Dimensions:

Rod Quantity: 1ea 6”, 1ea 12”, 1ea 24”
1ea 15.24cm, 1ea 30.48cm, 1ea 
60.96cm

Cable/Wire Length:

Cable/Wire Type & Gauge: TEFLON 2x0.5 - 200ºC

Bulb Type: LED Bulb Bulb Included: Yes

Fixture Wattage:
9 x 20W(G4) Max / 2W LED bulbs 
included

Voltage: 110-120 V. (12V.)

Projected Life: 4000H

Brightness: 1800 lumens

Color Temperature: 3000K

CRI: 80

Dimmable: Yes

Voltage: 110-120 (12V)

Install Position:

Approved Location: Dry Location

Safety Rating: UL,CUL

9 Light Pendant

The Mei collection features an elegant, organic design with double layered Suspension Glass on unique 
double arms. The hand-blown glass is formed with 2 layers. The suspended inner layer is frosted inside to 
gently diffuse light. LED bulbs are included, but the G4 sockets allow for easy relamping. Gleaming chrome 
accents complete the sophisticated look. This 9-light pendant is a beautiful focal point.

JOB NAME _____________________________________________________________________

JOB TYPE _____________________________________________________________________

COMMENTS ___________________________________________________________________

IBERLAMP-USA.COM     |     TOLL FREE: 800.277.0979     |     FAX: 850.877.1346     |     EMAIL: cs@goldenlighting.com

MEI 
C353-09-CH      UPC: 844375030237


