
Lancaster PW 
6005-M1L PW 
UPC: 844375003217

Also Available

6005-ND3 PW 6005-SF PW 6005-10 PW

Fixture Finish: Pewter

Glass/Shade Finish: Marbled Glass

Fixture Dimensions: 
9.5”W x 17.5”H (Min: 22.3” - 
Max: 90.3”H)

24.13cmW x 44.45cmH (Min: 56.64 - 
Max: 229.36cmH)

Glass/Shade Dimensions: 9.5”W x 4”H 24.13cmW x 10.16cmH

Canopy Backplate Dimensions: 6”Dia x 1”E 12.7cmDia x 2.54cmE

Chain/Rod/Wire Dimensions: 2’ / 1ea 6”, 3ea 12” / 10’
0.61m / 1ea 15.24, 3ea 30.48cm / 
3.048m

Bulb Type: Incandescent, Type A

Fixture Wattage 1 x 100W(M)

Master Carton Quantity: 1

Master Carton Dimensions: 15”L x 13”W x 7”H 38.1cmL x 33.02cmW x 17.78cmH

Master Carton Weight 5.4 lb 2.45 kg

Cubic Feet Master 0.79ft³ 0.07 m3

Single Carton Quantity: 1

Single Carton Dimensions: 15”L x 13”W x 7”H 38.1cmL x 33.02cmW x 17.78cmH

Single Box Weight 5.4 lb 5.4 kg

Cubic Feet Single Box 0.79 0.07 m3

Approved Location: Dry Location

Safety Rating: UL,CUL

Dimensions and specifications are approximate and based on the most current information possible at the time of publication. Golden Lighting reserves the right to make design changes and modifications 
without prior notice. Golden Lighting products are UL/CUL approved. Unless otherwise noted as pending, Wattages stated are the maximum recommended; however, lower wattages may be used. Bulbs 
are not included unless otherwise noted. Larger fixtures may require reinforced outlet boxes and additional support. Receipt or possession of this catalog does not constitute an agreement to sell.
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•	Mini Pendant - Perfect for soft modern and soft traditional

•	Ample square arms represent strong contemporary elegance

•	Versatile for a variety of color schemes

•	Extra wide Marbled glass brightens the setting

Job Name______________________________________________________________________

Job Type_ _____________________________________________________________________

Comments____________________________________________________________________


