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Light effects and lighting technology

Cone of light

Conversion chart

Interior room type
Illuminance in Lux 
at 500 mm

Color
temperature

Kitchen, dining area 300–500 2700–4000 K

Store fixtures, galleries 300–500 4000–6500 K

Bedroom, living room 200–300 2700–4000 K

Bathroom 200–500 3500–4000 K

Storage room 100 4000–5000 K

Orientation light, hallway, 
wardrobe

10–50 4000–5000 K

Luminus Flux

lm/m lm/ft. lm/m lm/ft.

415 127 970 296

425 130 990 302

440 134 1000 305

455 139 1030 314

460 140 1040 317

465 142 1060 323

480 146 1080 329

490 149 1230 375

495 151 1270 387

530 162 1305 398

810 247 1340 409

820 250 1370 418

825 252 1430 436

860 262 1520 464

870 265 1605 490

900 275 1650 503

905 276 1850 564

920 281 2015 615

930 284 2050 625

945 288 2100 641

955 291

Wattage

W/m W/ft.

4.8 1.5

9.6 3.0

14.4 4.5

19.2 6.0

Recommendation for illumination of interior rooms

250 mm (9 13/16")

117˚3000 K

867 lx

216 lx

96 lx

54 lx

884 lx

221 lx

98 lx

55 lx

4000 K

500 mm (19 11/16")

750 mm (29 1/2")

1000 mm (39 3/8")

Color temperature

Distance

Illuminance symbol

Illuminance value

>500 lx

150–500 lx

<150 lx

Note:
The illuminance symbol always represents the best value of all color temperatures and is meant to be for 
quick reference only. Please note the specific values of the individual color temperatures and the refraction 
angle before ordering.

Refraction angle


