N FILE NUMBER DESCRIPTION QTy.
1 [s-Ls00950 KNOBSET CHASSIS - 70 FUNCTION - IC 1
2 |S-LS00956 OUTSIDE ROSE LINER (KNOB) 1
3 |S-LS00955 INSIDE ROSE LINER (KNOB) 1
4 |S-LS00954 APOLLO KNOB ENDCAP 1
5 |S-LS00953 APOLLO KEYED KNOB 1
6 |S-LS00952 OUTSIDE ROSE (KNOB) 1
7 |s-LS00951 INSIDE ROSE (KNOB) 1
8 |S-LS00953 APOLLO PASSAGE KNOB 1
9 |s-LS00943 THREADED COLLAR 1
10 |S-LS00617 6-PIN DRILLED CYLINDER 1

10.2 |S-LS00215 TAILPIECE (2-639-7003) 1
11 |s-LS00236 STANDARD 1-1/4" X 4-7/8" ASA STRIKE 1
12 |S-LS00882 #8 X 3/4" FPH COMBO SCREW 2
13 |S-LS00882 #12 X 3/4" FPH COMBO SCREW 2
14 |S-LS00608 3944 DEAD LATCH (2-3/4" BACKSET) 1

NOTE: (2) KEYS PROVIDED
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