
 1.2 

OAH ADJUSTABLE 
VIA CORD SUSPENSION

FROM 17"-135"

 2.8 Dia 

 4.8 

 13.8 

Flat Mount

Fire Polished Ends

Clear Ribbed
Glass Cylinder

 12.0 BOTTOM VIEW

  8.0  

  2.75  

MOUNTS DIRECTLY TO J-BOX

MOUNTS TO
BUILDING

STRUCTURE

MOUNTS TO J-BOX
AND TO CEILING

REVISIONS

REV. DESCRIPTION DATE DRAWNBY

A CREATED NEW SPEC AND UPDATED 
DRAWING 4/7/2016 JOSIAH

SPECIFICATION DRAWING

Collection: Product #:

Mounting Packet:
Approximate lbs.:

Finish:

Electrical Type:

Bulb Qty:

Socket Type:

Voltage:

UL Location:

Top Diffuser:

Bottom Diffuser:

All fixtures created by Hammerton are handcrafted by artisans. Dimensions may vary up to 7/8". 

Hammerton Inc. 217 Wright Brothers Dr. Salt Lake City, UT 84116 (801)973-8095

Visit hammertonstudio.com for product options and specifications.
Mounting Detail

 SEE WEB SITE FOR OPTIONS
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