
PRODUCT DETAILS:

A wiring kit and ground spike is supplied.
Suitable for use in wet (outdoor direct rain or sprinkler) locations as
defined by NEC and CEC. Meets United States UL Underwriters
Laboratories & CSA Canadian Standards Association Product Safety
Standards
Photometrics are based off bulb photometrics.
LED conversion lamps available
Classic lines and heritage details complement traditional architecture
Striking black finish enhances design

50W MR16 SPOT LIGHT
1536SK
MR16 50W SPOT LIGHT
A wiring kit and ground spike is supplied. LED
conversion lamps available.
 

DETAILS

FINISH: Satin Black

MATERIAL: Cast Aluminum

GLASS: Clear Lens

DIMENSIONS

WIDTH: 5.8"

HEIGHT: 3.3"

DEPTH: 2.5

WEIGHT: 1lb

LIGHT SOURCE

LIGHT SOURCE: Socket

WATTAGE: 1-50w MR-16

VOLTAGE: 12v

TRANSFORMER
REQUIRED:

Yes

MOUNTING

LEAD WIRE: 1 X 18"

SHIPPING

CARTON LENGTH: 11.5

CARTON WIDTH: 4.9

CARTON HEIGHT: 2.8

CARTON WEIGHT: 1.1
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