
PRODUCT DETAILS:

Suitable for use in dry (indoor) locations as defined by NEC and CEC.
Meets United States UL Underwriters Laboratories & CSA Canadian
Standards Association Product Safety Standards
Meets California Energy Commission 2016 Title regulations/JA8
Equipped with a 120/277 universal driver. 0-10 dimming.
LED components carry a 5-year limited warranty
Merging the best of traditional and modern elements, with a
sophisticated and streamlined silhouette perfect for any space
Sparkling chrome with reflective finish
Please refer to Hinkley's Warranty for complete product warranty details;
some warranty limitations may apply.

HARPER
3641CM-LED
MEDIUM SEMI-FLUSH MOUNT
Harper’s sleek, retro design elevates the traditional
flush mount with a unique opal glass bound by a
prominent metal ring and decorative knobs available
in four finishes.
 

DETAILS

FINISH: Chrome

MATERIAL: Steel

GLASS: Etched Opal

DIMENSIONS

WIDTH: 14.5"

HEIGHT: 10"

WEIGHT: 6 lbs.

TOP TO OUTLET: 0"

LIGHT SOURCE

LIGHT SOURCE: Integrated LED

LED NAME: FSI-200-3-30

WATTAGE: 32w LED *Included

VOLTAGE: 120v

COLOR TEMP: 3000

LUMENS: 2700

CRI: 96

INCANDESCENT
EQUIVALENCY:

2 x 75w

DIMMABLE: Yes - CL Type Dimmer
(SSL7A)

MOUNTING

CANOPY: 7" Dia.

SHIPPING

CARTON LENGTH: 16"

CARTON WIDTH: 16"

CARTON HEIGHT: 13.5"

CARTON WEIGHT: 8 lbs.
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