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15071 OZ 15474 OZ

Housing Brass with textured linen seedy glass Brass with umber-etched glass

Lamp Base 12V T5 wedge base socket 12V T5 wedge base socket

Supplied Lamp 16.25-W(VA) 912X (17023) Xenon light source
Power usage at 12V AC input
VA MAX: 6.5-W(VA)

16.25-W(VA) 912X (17023) Xenon light source
Power usage at 12V AC input
VA MAX: 16.25-W(VA)

Incandescent
Lamp Options

16.25-W(VA) 921X (17025)
6.5-W(VA) 918X (17022)
4-W(VA) 901X (17021)

16.25-W(VA) 921X (17025)
6.5-W(VA) 918X (17022)
4-W(VA) 901X (17021)

LED Lamp
Options

2W (18039-18041) see page 137
Compares up to 16W Xenon
Light distribution may be affected by location of sockets

2W (18039-18041) see page 137
Compares up to 16W Xenon
Light distribution may be affected by location of sockets

Wiring 59" of usable #18-2, SPT-1-W leads.
Cable connectors supplied.

71" of usable #18-2, SPT-1-W leads.
Cable connectors supplied.

Mounting Access.
(Included)

Post adaptor and Rail adaptor included are stainless steel.
Fits standard 4"x 4" post.

Stainless steel rail mounting bracket for 4" x 4" post and adaptor
for 6" x 6" post

Notes U.S. Patent Pending.
Coordinates with matching Bollard 15392 OZ
and with matching Path light 15391 OZ on page 104.
Brass will develop natural patina over time.

Coordinates with matching Path light 15444 OZ on page 103.
Brass will develop natural patina over time.
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