
INSTALLATION INSTRUCTIONS
Models 15701, 15702, 15703, 15704

READ THESE INSTRUCTIONS FIRST.

SAVE FOR FUTURE REFERENCE.

1)  Align the fixture ring with the fixture ribs.
2)   Seat the cowl assembly over the face of the landscape fixture.
3)   By hand, squeeze the edge of the cowl assembly until it snaps over 
 the fixture face.
4)   Rotate the cowl until the desired shielding is obtained.

For warranty information please visit: http://www.landscapelighting.com/portal/warranty_page
Para informacion de ka garantia por favor visite: www.landscapelighting.com/portal/warranty_page

Date Issued: 4/1/11 IS-15701-US

COWL ASSEMBLY
COnjUntO DE LA CApUChA

INSTRUCCIONES DE INSTALACIÓN
Modelos 15701, 15702, 15703, 15704

LEA ESTAS INSTRUCCIONES ANTES.

GUÁRDELAS PARA REFERENCIA FUTURA

1) Alinee el anillo del artefacto con las costillas del artefacto.
2) Siente el conjunto de la capucha encima de la cara del artefacto de  
 alumbrado ornamental.
3) A mano fuerce el borde del conjunto de alumbrado ornamental hasta que  
 se arme encima de la cara del artefacto.

4) Gire la capucha hasta que se obtenga la pantalla o resguardo deseado.


