
Features
• Invigorating and relaxing spray options

• 2.5 gallons (9 L) per minute (ultra-low flow bodyspray
is 1.6 gallons (6.1 L) per minute)

• Eco showerheads are 2.0 gallons (7.5 L) per minute

Codes/Standards Applicable
Specified model meets or exceeds the following:

• ASME A112.18.1

• IAPMO/UPC

• CSA International

• CSA B125

INTEGRATING COMPONENTS
K-8506

Colors/Finishes
• CP: Polished Chrome

• PB: Vibrant® Polished Brass

• Other: Refer to Price Book for additional colors/finishes

Specified Model

Model Description Colors/Finishes
K-8506 Invigorating showerhead ❑ CP ❑ PB ❑ Other ______
K-8507 Relaxing showerhead ❑ CP ❑ PB ❑ Other ______
K-8509 Three-way bodyspray ❑ CP ❑ PB ❑ Other ______
K-8510 Two-way ultra-low flow bodyspray ❑ CP ❑ PB ❑ Other ______
K-8544 Relaxing Eco showerhead ❑ CP ❑ PB ❑ Other ______
K-9511 Shower arm with diverter ❑ CP ❑ PB ❑ Other ______
K-9512 Shower arm less diverter ❑ CP ❑ PB ❑ Other ______

Product Specification
Product shall have either invigorating or relaxing spray options. Product shall have a flow rate 2.5 gallons (9 L) per minute, is
rated at 1.6 gallons (6.1 L) per minute for ultra-low flow bodyspray, and 2.0 gallons (7.5 L) per minute for Eco showerheads.
Product shall be Kohler Model K-_______-_______.
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Installation Notes
Install this product according to the installation guide.
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