
Adjustable wrench

Small spanner
(Supplied)Phillips screwdriver

Tools for loosening
the hexagon nut

(supplied)

Aerator spanner
(supplied)
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NO NAME

Cover button

M6 screw

Handle

Cartridge cover

Fastening nut

Cartridge

O-ring

Faucet body

Pull-out sprayer

Black nylon hose

Plastic sleeve

O-ring

Noise silencer

M4 screw

Faucet body

O-ring

O-ring

Fastening rubber

Fastening gasket

Plastic locating sleeve

Fastening nut

O-ring

Extending pipe

Flat gasket

Plastic stop collar

Spring

Anti-friction sleeve

hose

sleeve nut

check valve

Flat gasket

Nut

Flat gasket

Screw
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35mm
(1     )3

68mm
(2.7 )″

2-   7mm(      )9
32

Step ① Step ②

Step ③ Step ④

Faucet Installation Procedures

Step ⑤ Step ⑥

Add the part if the
faucet is not firm
on the worktop.



Step ⑦ Step ⑧

Step ⑨ Step ⑩



Step 13

Step 11

Step 12

Please removing all of the sand, silt

and other things from the water hose

before assembling, to avoid blocking

the faucet and effecting water rate.

Please use the special tools to disa

ssemble it and wash with pneumatic

equipment, if the faucet blocked.

Notice:


