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UNDERMOUNT L AVATORY

Dimensions: 18-11/16" x 12-3/16" (interior)

Dimensions: 21-1/16" x 14-9/16" (exterior)

Product Codes:
MIRU1812WH (white)

MIRU1812GWH (white with glazed underside)

MIRU1812BS (biscuit)

¢¢ Vitreous china with overflow

¢¢ Cutout template included

¢¢ Installation, operating, care and maintenance instructions included

¢¢ 1 year limited warranty

¢¢ Meets ASME Standard: A112.19.2M

¢¢ cUPC/IAPMO listed

¢¢ 6-5/16’’ internal basin depth

¢¢ 5-1/4’’ Basin depth to overflow
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Note: All dimensions and specifications are nominal and may vary: Dimensions of 8" and greater have a tolerances of +3%. 
Dimensions less than 8" have a tolerances of +5%.

UNDERMOUNT L AVATORY

Product Codes:  
MIRU1812WH (white)

MIRU1812GWH (white with glazed underside)

MIRU1812BS (biscuit)

Note: All dimensions and specifications are nominal and may vary +- ¼”. Use actual products for accuracy in critical situations.

UNDERMOUNT L AVATORY

Product Codes:  
MIRU1812WH (white)

MIRU1812BS (biscuit)

Note: All dimensions and specifications are nominal and may vary +- ¼”. Use actual products for accuracy in critical situations.  

UNDERMOUNT L AVATORY

Product Codes:  
MIRU1812WH (white)

MIRU1812BS (biscuit)
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Description

Material
Deseription

Dimensions

Vitreous China

mm and inches

Tolerance
+_5%  < 200mm

+_3%  > 200mm

Undermount
Lavatory

10-3/4″
(273mm)

12-7/8″
(327mm)

O.D Waste
1-1/4″

(32mm)
*34″

(864mm)

Finished Floor

Knee Clearance

Toe Clearance

Finished
Wall

Counter
Top

Faucet
Center
Drilling

* This sink is designed to comply with ADA ANSI A117.1 standard when installed in accordance with
this measurement. Dimensions of fixtures are nominal and may vary within the range of tolerances
established by ANSI standard A112.19.2. These measurements are subject to change or cancellation.
No responsibility is assumed for use of superseded or voided pages.
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ADA Installation
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