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VORTEX – model: WS-W21
LED Outdoor Sconce Luminiare

FEATURES

•	 Replaceable LED module
•	 50,000 hour potential life
•	 190° beam angle
•	 Color Temp: 3000K
•	 CRI: 85

PRODUCT DESCRIPTION

Heads will turn at your next gathering when they see this unique inverted pyramid that draws all eyes to your front door. A mitered glass enclosure around  
a pressed glass centerpiece speaks of quality design and commitment to refined details.

SPECIFICATIONS

Construction: Aluminum with mitered glass outer and etched opal glass insert.

Power: Transformer located in outlet box. 120V input.

Light Source: High output LED.

Dimming: Dims to 10% with an electronic low voltage (ELV) dimmer.

Mounting: Mounts directly to junction box.

Finish: Brushed Aluminum (AL), Black (BK).

Standards: Wet location listed.

Installation: Requires Transformer to be recessed within the junction box.
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FIXTURE PERFORMANCE

Model Watt # of LEDs
LED
Lumens

Photometric
Lumens

WS-W2112 12W 24 625 460
WS-W2116 18W 36 939 705
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Model Fixture Description
RPL-GLA-2112-AL

WS-W2112
Outer Glass AL

RPL-GLA-2112-BK Outer Glass BK

RPL-GLA-2116-AL
WS-W2116

Outer Glass AL
RPL-GLA-2116-BK Outer Glass BK


