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CRITICAL DIMENSIONS
(DO NOT SCALE)

S p e c i f i c a t i o n s

SINK DESCRIPTION
• Manufactured of 18 gauge stainless steel
• The two bowls are a minimum of 13" x 16-1/2" x 10"
• Has two 3-1/2" diameter recessed drain openings
• Soundshield undercoating maximizes sound deadening

and inhibits condensation
• Made in U.S.A.
• Silicone sealant not provided. Includes mounting

bracket. Other standard mounting hardware not included
INSTALLATION
• Template enclosed with sink
• Template ordering number 22524
STANDARDS
• Third party certified to ASME A112.19.3/CSA B45.4

and all applicable specifications referenced therein
WARRANTY
• Warranted for fifteen years against material or

manufacturing defects

Lancelot® Undermount
Double Bowl Sink
Model: S22392

(UMTLDE-27"x16"x10")

COUNTERTOP

BRACKET
#10-32 SCREW
(Not Included)

WINGNUT
(Not Included)

WASHER
(Not Included)  

Silicone Sealant

(2) PLACES

11-1/2"
(292mm)

.650" FLANGE
(AROUND PERIMETER)

18-1/2"
(465mm)
(APPROX)

29-1/4"
(729mm)

27-1/4" Bowl Size
(674mm)

(Theo inside corners) 13" Bowl Size (330mm)
(Theo inside corners)

(2 bowls)

11"
(278mm)

7-1/8"
(176mm)
(2 places)

(2) BOWLS

10" (254mm)
(THEO CORNER)

R.3125
(PERIMETER
(2) BOWLS

16-1/2" BOWL SIZE (414mm)
(THEO INSIDE CORNERS)

(2) BOWLS

3-1/2"
(89mm) 
DIA. TYP.

3-1/2"
(89mm) 
DIA. TYP.

Installation Detail
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