
 

Suction Soap Dish is made from ABS 
plastic 
 
 
 

 

 LR2315W – Suction Soap Dish 
 

 
 
 

 
 

 

 
 

1.  Before attaching to a surface, check the suction cup to 
ensure it is clean from any debris. 

2.  Press the suction soap holder on a clean, smooth, dry 
surface.  Ensure the surface is flat, clean, dry, and smooth 
and that it does not overlap any grout lines.  Not to be used 
on painted surfaces.  Ie. Drywall. 

3. While pressing the soap holder to the surface, pull down the 
gray locking lever until it locks into place. 

 
 

 
 

 

Stock Number:_________________Suction Soap Dish 
By Creative Specialties                 

Materials: 
 

Installation Instructions: 
 

 
 

 

Stock Numbers: Dimensions: 
 

Suction Soap Dish LR2315W 

Home Care Technical Specification 

 

2 5 30 0  A L  MO EN  D RI V E    N OR T H  O L MS T ED,  OH  4 40 70   

C O R PO R AT E H E A DQ U A RT ER S:  ( 80 0 )  32 1 -8 8 09    FAX :  ( 80 0 )  8 48 -6 63 6  

I N TE R N A TI O NA L :  ( 4 40 )  9 6 2 -2 0 00    FAX :  ( 44 0 )  9 62 -2 72 6  

C U S T OM E R SE R VI CE ( US A) :  80 0 - 88 2 - 0 116    FAX :  ( 8 88 )  37 9 - 27 20  
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