
Manual Exposed Style Flush Valve
MODEL STYLE FLOW RATE (gpf)

8310M35 Closet 3.5
8310M16 Closet 1.6

8310M128 Closet 1.28
8313M16 Closet 1.6
8312M10 Urinal 1.0
8312M05 Urinal 0.5

8312M0125 Urinal 0.125
8314M10 Urinal 1.0

8310MR35 Closet Retrofit 3.5
8310MR16 Closet Retrofit 1.6

8310MR128 Closet Retrofit 1.28
8312MR10 Urinal Retrofit 1.0
8312MR05 Urinal Retrofit 0.5

8312MR128 Urinal Retrofit 0.125

Illustrated Parts
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Sweat Kit (1" supply)

104588 3" length
104589 6" length

Interior Piston Cap Assembly

104561
Replacement Piston*

104563 3.5gpf
104564 1.6gpf
104565 1.28gpf
104566 1.0gpf
104567 0.5gpf 
104568 0.125gpf 

Cap Assembly

104590 3.5gpf
104591 1.6gpf
104592 1.28gpf
104593 1.0gpf
104594 0.5gpf
104595 0.125gpf

Handle Assembly

104569

Angle Stop Cap Replacement

104572

Angle Stop Repair Kit

104557

Tail Piece & Interior Cap Tool

104597

Watersense models 8312M05 and 8312M0125
require the use of matching flow rate (gpf)

replacement pistons.
*Use of a replacement piston with flow rate (gpf) not
intended for existing fixture is not recommended.

Vacuum Breaker Assembly

104570

Flush Valve  Tube

104578 8½"x1½"
104579 8"x1¼"
104580 8"x¾"
104585 24"x1½"
104560 22½"x1½" Offset

Flush Valve  Body Nut

104571

Top Spud Assembly

104581 1½"
104582 1¼"
104583 ¾"

Replacement Brass Stop

104555 1" Angle Stop
104556 3/4" Angle Stop


