SPECIFICATIONS

Peace of Mind

Time after time, Napoleon has led the way
with new and innovative, technology. We are
proud to say that our products continuously
surpass industry standards and our
inspiration is you!

We want you to feel confident in choosing
Napoleon' for your home. Our products

are designed to provide that confidence

and ensure that every Napoleon is beyond
compare! Your authorized Napoleon' dealer
will customize your home comfort specifically
for you, guaranteed satisfaction.

-NAPOLEON-

HEATING & COOLING

® 24 Napoleon Road, Barrie, Ontario, Canada L4M 0G8
© 103 Miller Drive, Crittenden, Kentucky, USA 41030
® 7200, Route Transcanadienne, Montréal, Québec HAT 1A3

Tel: 705-721-1212 Fax: 705-722-6031
napoleonheatingandcooling.com

* Proudly Made in Canada

HEATING CAPACITIES

9700 SERIES NUVO60T3A NUVOBOT3A NUV100T5A NUV120T5A
Efficiency (AFUE) 97.1% 97% 97% 97%
Input (High fire) BTU/hr 0-4500" 60,000 80,000 100,000 120,000
Output (High fire) BTU/hr 0-4500" 58,260 77,600 97,000 116,400
Input (Low fire) BTU/hr 0-4500" 36,000 48,000 60,000 72,000
Output (Low fire) BTU/hr 0-4500 34,956 46,560 58,200 69,840
CABINET DIMENSIONS (INCHES)

9700 SERIES NUVOGO0T3A NUVOBOT3A NUVI00T5A NUVI20T5A
Width 17172 17172 22112 22172
Depth 29172 291/2 291/2 291/2
Height 32778 3278 32778 32778
Plenum Opening Depth 195/8 195/8 195/8 195/8
Plenum Opening Width 16 174 16 174 211/4 211/4
Return Opening Size 14x23 14x23 14x23 14x23
VENTING - Certified for single or 2 pipe installation (direct vent)

9700 SERIES NUVO60T3A NUVOBOT3A NUV100T5A NUVI20T5A
Clearances to Combustibles 0 0 0
Minimum Vent Size 1172 2 2
Maximum Vent Size 3 3 3
Minimum Vent Length 15 15 15
Maximum Vent Length 100 100 100

AIRFLOW AND COOLING

9700 SERIES

NUV060T3A

NUVOSOT3A

NUV100T5A

NUV120T5A

Blower Size 12-7DD 12-7DD 12-10T DD 12-10T DD

Motor Type and Size ECM 2.3 1/2hp 1/2hp 3/4hp Lhp

Maximum CFM AC 1125 1125 1875 1875

Minimum CFM Continuous Fan 600 800 850 925

AC Tonnages 11/2,2,21/2,3 11/2,2,21/2,3 2,3,45 2,3,45
Canadi All specifications and designs can change without notice to allow for on-goin%pm(liuct improvement. Images may not be exactly as shown. Consult your owners manual for current

Annual Fuel Utilization Efficiency (AFUE)
Gas- or Propane-fired forced-air furnace
with a high efficiency motor
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