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STAINLESS STEEL

Stainless Steel Auxiliary Deadbolt Kits
Available in 23⁄8" or 23⁄4" backset. D9000 fits in 21⁄8" standard bore. D9002 fits in 13⁄4" standard bore.
Door Thickness: Both the D9000 and the D9002 are available for 13⁄8" or 13⁄4" thick doors.

Stainless Steel Metro Tubular Deadbolt Handleset 
Available with two backset options – 23⁄8" or 23⁄4" (23⁄8" backset shipped standard). Please specify when ordering.

Backplate Dimensions

Lockset Options: F, PD, SDE, SDI (see box below)

Stainless Steel Privacy Bolt 
Available in 23⁄8" or 23⁄4" backset. 
Faceplate: 21⁄4" x 1". Strike: 23⁄4" dia. x 11⁄8". 
Inside Rose: 2" dia x 3⁄8" depth. 
Inside Turnpiece: 11⁄4" x 13⁄4" proj. Bolt: 5⁄8". 

Ball Catch 
Faceplate: 21⁄8" x 11⁄16". 
Barrel Diameter: 3⁄4" x 13⁄8" length. 

Stainless Steel Floor Door Stop 
7000 13⁄4" dia. x 11⁄8" ht.
7001 11⁄4" dia. x 7⁄8" ht. 

Lock Options: A and AC (see box below)

51⁄2" center to center
Exterior (Top Plate) and Interior: 
101⁄4" x 2 9⁄16" x 7⁄16"
Exterior (Bottom Rose):  21⁄16" diameter

Overall: 
Exterior: 
Length 167⁄8" x 35⁄16" projection
Interior: 
Length 101⁄4" x 2 7⁄8" projection

Lock Options

Single Cylinder – A Double Cylinder – AC
Panic Proof Entry – F Pair Dummy – PD
Single Dummy Exterior – SDE
Single Dummy Interior – SDI

 

D9000 D9002
All Omnia cylinders are provided with a Schlage C keyway.




