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|   Quiet, Spot Ventilation Solution

WhisperCeiling Key Benefits:
• Quiet, yet powerful – ideal for new and remodel residential 

applications

• Integrated dual 4" or 6" duct adapter on 50-110 CFM models

• 50-110 CFM models fit in 2 x 8 construction

• Large volume (190-390) CFM options available for light 
commercial applications 

• UL listed for tub/shower enclosure when GFCI protected

• Can be used to comply with ASHRAE 62.2, LEED, IAP,  
EarthCraft, California Title 24 and WA Ventilation Code

* FV-40VQ4 does not comply with the ENERGY STAR® 4.0 requirement for 
increased efficiency (CFM/Watt).

FV-05VQ5   50 CFM  4" or 6" Duct
FV-08VQ5   80 CFM  4" or 6" Duct 
FV-11VQ5 110 CFM  4" or 6" Duct
FV-15VQ5 150 CFM  6" Duct 

FV-20VQ3 190 CFM  6" Duct 
FV-30VQ3 290 CFM  6" Duct 
FV-40VQ4* 390 CFM  6" Duct

7-3/8"
Depth

9-9/32"
Depth
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WhisperCeiling
FV-05VQ5 FV-08VQ5 FV-11VQ5 FV-15VQ5

Characteristics

Static pressure in inches w.g. 0.1 0.25 0.1 0.25 0.1 0.25 0.1 0.25

Air Volume (CFM) 50 36 80 62 110 91 150 127

Noise (sones) <0.3 0.4 <0.3 0.4 <0.3 0.5 <0.3 0.5

Power Consumption (Watts) 11.1 11.7 14.7 14.5 21.1 20.7 28.4 27.3

Energy Efficiency (CFMs/Watt) 4.7 3.2 5.8 4.5 5.3 4.5 5.3 4.7

Speed 731 1060 829 1089 950 1161 691 911

Current 0.09 0.10 0.12 0.12 0.18 0.17 0.24 0.23

Power Rating (V/Hz) 120/60 120/60 120/60 120/60

WhisperCeiling
FV-20VQ3  FV-30VQ3  FV-40VQ4*

Characteristics

Static pressure in inches w.g. 0.1 0.25 0.1 0.25 0.1 0.25

Air Volume (CFM) 190 145 290 257 390 356

Noise (sones) 0.8 1.4 2.0 N/A 3.0 3.0

Power Consumption (Watts) 44.5 43.6 64.0 62.0 111.4 109.6

Energy Efficiency (CFMs/Watt) 4.6 3.6 4.5 4.1 3.5 3.3

Speed 761 949 877 990 793 874

Current 0.34 0.33 0.53 0.52 0.99 0.98

Power Rating (V/Hz) 120/60 120/60 120/60




