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3/8" ID Nylon Reinforced PVC Hose

1/2" NPSM Connections

1" Maximum Deck Thickness

Jam Nut Style Mixing Riser Allows for Initial
Rough-In Installation. Trim Top-Out May Be
Completed At Later Time

Description

Performance

Compliance

Listings

 Warranty

Refer to Premier Faucet warranty program for further details and restrictions.

WASHERLESS TUB FILLER SPECIFICATIONS 

● Twin acrylic handle deck mounted roman tub set
● Chrome plated all metal housing
● Forged brass control valves & mixing Riser
● Copper tube waterway risers
● 16" to 30" On-center spread
● Long Reach Spout
● 1/2" Brass IPS connections with brass coupling nuts
● Internal parts are interchangeable with genuine Delta® repair parts
● Nylon reinforced hose assemblies with brass connections

● Designed to provide 4.0 GPM at 20 PSI, minimum

● Designed to comply with requirements of ASME A112.18.1
● Complies with the requirements of the UPC (Uniform Plumbing Code) 
● Meets or exceeds CSA B125

● IAPMO (International Association of Plumbing & Mechanical Officials)
● cUPC (Uniform Plumbing Code & Canadian Uniform Plumbing Code)

● Limited Lifetime Warranty

Model  118120
Twin Acrylic Handle Widespread 
Roman Tub Valve
Chrome Plated Finish
1/2" IPS Connection

For additional information contact Premier Faucet at 866-745-4010 or visit our website at www.premierfaucet.com 
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