
Compact Fluorescent  Satin Opal Wall Sconce

Standard Ballast

Type

-10

P7102  ��

Finish
Polished Dimensions (Inches)

Catalog No. Brass Lamping Socket A B C D
P7102 -10 2-13w Twin CF (2-pin) GX23 7-3/4 11 4 4-1/2

Specifications:

General

• Solid Polished Brass lock-up knobs

• Satin white opal glass: 7-3/4” W x 11:
ht.

• Includes backplate

• Complies with “Americans with
Disabilities Act”

• Energy efficient fluorescent

Mounting

• Vertical wall mount

• Covers outlet box

• Wall plate 4-1/2" W., 7" ht.

Electrical

• 120V NPF ballast standard. For HPF
ballast option, consult factory.

• Pre-wired

Labeling

• UL-CUL listed
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Compact Fluorescent  Satin Opal Wall Sconce

Electronic Ballast

Type

-10EB

P7102  ��

Finish
Polished Dimensions (Inches)

Catalog No. Brass Lamping Socket A B C D
P7102 -10EB 2-13w Quad CF (4-pin) G24q-1 7-3/4 11 4 4-1/2

Specifications:

General

• Solid Polished Brass lock-up knobs

• Satin white opal glass: 7-3/4” W x 11:
ht.

• Includes backplate

• Complies with “Americans with
Disabilities Act”

• Energy efficient fluorescent

Mounting

• Vertical wall mount

• Covers outlet box

• Wall plate 4-1/2" W., 7" ht.

Electrical

• 120V HPF electronic ballast.

• Pre-wired

Labeling

• UL-CUL listed

Progress Lighting
701 Millennium Blvd.
Greenville, South Carolina
29607

www.progresslighting.com

Rev. 7/09

A

B

C

D



Compact Fluorescent Satin Opal Glass Wall Sconce

Energy Star

Type

-10STRWB

P7102  ��

Finish
Polished Dimensions (Inches)

Catalog No. Brass Lamping Socket A B C D
P7102 -10STRWB 2-13w Quad CF (4-pin) G24q-1 7-3/4 11 4 4-1/2

Included

Specifications:

General

• Solid polished brass lock-up knobs

• Satin white opal glass: 7-3/4” W x 11:
ht.

• Unit complies with Energy Star
requirements

• Complete with two 13 watt quad
compact fluorescent lamps

• Complies with “Americans with 

Disability Act” - ADA

• Includes back plate

• Steel construction

Mounting

• Vertical wall mount

• Back plate covers a standard 4”
octagonal recessed outlet box

• Back plate is 4-1/2”w, 7” HT.

Electrical

• Pre-wired 

• 120v NPF electronic ballast

• G24q-1 sockets 

Labeling

• UL-CUL listed
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