
Tri-Band Louvered Wall Sconce
Wall Pockets

Type

-30

P7120  nn

Finish Dimensions (Inches)
Catalog No. White A B C D

P7120 -30 14 7 4 3-1/4

Specifications:

General

• Metal Tri-Band louvered wall pocket

• White (-30) finish

• Direct-Indirect illumination

• Complies with “Americans with
Disabilities Act” - ADA

• Locks in place for safety

• Interchangeable with other wall pockets
diffusers

Mounting

• Wall mounting

• Horizontal mount

• Must be used with wall box or back
plate. See P3TG, P4TG or P7200-30

Electrical

• Refer to wall box or back plate
specifications
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P3 / 7120-30
Report No. 99163

No. Lamps:  2     Type Lamp:  CF13 TWIN SYLVANIA     Total Lumens:  1800

Fixture Efficiency:  44.9%

S/MH Ratio:  1.7
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Effective Floor Cavity Reflectance 0.20

ZONAL CAVITY COEFFICIENTS OF UTILIZATION

 46  46  46  46  42  42  42  42  33  33  33  25  25  25  18  18  18  14

 42  40  38  36  38  36  34  33  28  27  26  21  21  20  15  15  14  11

 38  35  32  30  34  31  29  27  25  23  22  19  18  17  13  12  12   9

 35  30  27  24  31  27  25  22  22  20  18  16  15  14  12  11  10   8

 32  27  23  21  28  24  21  19  19  17  15  15  13  12  10   9   8   7

 29  24  20  17  26  21  18  16  17  15  13  13  11  10   9   8   7   6

 27  21  18  15  24  19  16  14  15  13  11  12  10   9   8   7   6   5

 24  19  15  13  22  17  14  12  14  11  10  11   9   8   8   6   6   4

 23  17  14  11  20  16  13  10  12  10   9  10   8   7   7   6   5   4

 21  16  12  10  19  14  11   9  11   9   8   9   7   6   6   5   4   3

 20  14  11   9  18  13  10   8  10   8   7   8   6   5   6   5   4   3

DEGREES CANDELA
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