
Specifications:
Flange

•	White	painted	metal	flange
Reflector

•	All	aluminum	construction

•	One	piece	construction	with	integral	
white	painted	flange

•	No	light	leaks	around	trim	flange

•	Socket	box	mounts	to	trim	for	
optimum	performance	and	consistent	
lamp	position

•	Reflector	retention	accomplished	by	
spring	clips	located	in	aperture	of	
housing

•	Anodized	Alzak	finish

Kicker

•	Clear	diffuse	anodized	finish

•	Mounted	in	a	regressed	frame

•	Minimal	high	angle	brightness
Labeling

•	UL-CUL	listed	for	damp	locations

•	Non-IC	rated
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Finish

Catalog
No.

Clear 
Alzak

Dimensions (Inches)

A B C

P8132 -21 9 7-3/4 7-1/8

Maximum	Ceiling	Thickness:	1-1/4"

Type				____________

-21

P8132

Compact 8" Pro-Optic Alzak Open Wall Washer Recessed
Fluorescent	Trim 2 Horizontal Quad Tube Lamps

Non-IC

B

A

C

Lamp Wattage
Housing IC Non-IC

P8213-EB N/A 2-13w	Quad	tube

P8218-DVEB N/A 2-18w	Quad	tube

P8226-DVEB N/A 2-26w	Quad	tube

P8226-DM N/A 2-26w	Quad	tube

P8132
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P8226-EB/P8132-21

8" Pro-Optic Alzak Wall Washer

Report	No.	540-PRO

No.	Lamps:	2	 	 	 Type:	2-CF26DD/E/IN/827-SYLVANIA	 	 	 Lumens:	3650

Fixture	Efficiency:	55.9%

S/MH	Ratio:	1.3	(0º)	 	 	 1.4	(90º)

 

  

    

INITIAL FOOTCANDLE READINGS

Two Feet from Wall

Dist from 
Ceiling

Two Foot Centers Three Foot Centers

Fixture Mid Point Fixture Fixture Mid Point Fixture

1 39.2 35.5 39.2 31.3 18.9 31.3

2 47.4 464 47.4 34.7 28.7 34.7

3 40.3 39.2 40.3 26.6 27.3 26.6

4 31.3 30.4 313 21.4 21.0 21.4

5 24.2 23.8 24.2 16.5 16.4 16.5

6 18.8 18.7 18.8 13.0 13.0 13.0

7 14.8 14.6 14.8 10.3 10.4 10.3

8 11.9 11.7 11.9 8.5 8.5 8.5

9 9.5 9.4 9.5 7.0 7.0 7.0

Three Feet from Wall

Dist from 
Ceiling

Three Foot Centers Four Foot Centers

Fixture Mid Point Fixture Fixture Mid Point Fixture

1 10.5 9.0 10.5 8.7 6.0 8.7

2 20.7 19.4 20.7 16.9 13.4 16.9

3 21.5 21.3 21.5 17.5 14.9 17.5

4 19.6 19.3 19.6 14.9 14.8 14.9

5 17.1 16.6 17.1 13.0 12.7 13.0

6 14.4 14.3 14.4 11.0 10.8 11.0

7 12.1 11.9 12.1 9.2 9.2 9.2

8 10.2 10.1 10.2 7.8 7.8 7.8

9 8.7 8.6 8.7 6.7 6.7 6.7
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