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INSTALLATION AND CARE & MAINTENANCE GUIDE
Installation Guide
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INSTALLATION OF SINGLE HOLE FAUCET WITH SIDESPRAY
MODELS INCLUDE:

DUAL LEVER MODELS: A1679WS, A1676WS
SINGLE TOP LEVER MODELS: A3606WS, A3608, A3479

SINGLE LEVER SIDE LEVER MODELS: A3650WS

Model A3608WS shown

Install the supply hoses into the body
- Note: hand tighten only, do not over tighten.

Install mounting stud securely or verify it is installed.



Insert faucet into mounting hole.
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Under the sink, stack the half ring rubber gasket - 6, the half ring
mouting plate - 7, then the mounting nut -9 onto the stud.



Check the position on the sink of the faucet, then tighten the nut with a 13mm wrench.

Note: the under deck mounting surface must be flat. If the mounting surface is
irregular, the nut may not be secured, and the faucet will be loose on the sink.
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• Insert the hand spray escutcheon into the sink hole
Please note: make sure the hand spray hole is a minimum of 4 3/4” away from the

main body of the faucet.
• Install the rubber washer -13, the flat metal washer -14, then the nut -15. Secure on the deck, but
do not over tighten.

4 3/4”



• Install the black hand spray hose to the supply from the faucet under the sink.
- Guide the 9mm male end up through the escutcheon.
- Install the hand spray with the required flat washer with screen on top of the sink.

• Connect the supply lines to the hot and cold supplies securely. 
- Please note: make sure the rubber washers with the screens are used. These screens

will prevent debris from entering the diverter.

•Turn on the water for the hot and cold.
• Check the diverting action by operating the hand shower.

Please note: If there is a 99% divert or small trickle of water out the spout when using the
hand spray that is acceptable. Due to water conditions, a 100% diverting action is not
always possible.
• Check for leaks.
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Spare Parts

THE O-RING MUST BE ALWAYS PALACED
BETWEEN THE HANDSPRAY AND HOSE VALVES

RING



Current kitchen faucets have a flow rate of 1.5 GPM from the aerator and the hand
spray.

If you are experiencing low flow from the spout: Do not change the cartridge

• Unscrew and clean the aerator 1
• Unscrew and clean the filters inside the supply connections. 3
• Check the supply lines for kinks or obstructions. 3
• Make sure the supply line stops are fully on. Not shown

If you faucet has a hand spray, and your hand spray has obstructed flow or 
no flow:

• Check the hand spray hose for kinks.5
• Unscrew and clean the hand spray filter.4
• Clean the aerator in the hand spray. 2

LOW FLOW OR NO FLOW TROUBLESHOOTING INSTRUCTIONS
(ALL MODELS: A3608 shown)
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