
DV50F9A6EVW
Samsung Front Load Electric Dryer



7.4 capacity (cu. ft./DOE)

Stainless steel drum

3-way venting (4-way in electric dryer)

13 preset dry cycles: 
Refresh,	Wrinkle	Away,	Normal,	Heavy	Duty,	Towels,	
Permanent	Press,	Bedding,	Delicates,	Jeans,	Sanitize,	
Time	Dry,	Air	Fluff,	Quick	Dry

9 options: 
Mixed	Load	Bell,	Wrinkle	Prevent,	Rack	Dry,		
Adjust	Time,	My	Cycle,	Child	Lock,	Signal	On/Off,		
Anti	Static,	Drum	Light

5 dry levels: 
Very	Dry,	More	Dry,	Normal	Dry,	Less	Dry,	Damp	Dry	

5 temperature settings: 
High,	Medium,	Medium	Low,	Low,	Extra	Low

5 timed settings: 
60	min.,	50	min.,	40	min.,	30	min.,	20	min.

2 signal level settings: On/Off

Warranty
One	(1)	Year	Parts	and	Labor
Two	(2)	Years	Control	Board

Product dimensions & weight (WxHxD)
Dimensions:	27"	x	44 3/4"	x	30"
Weight:	128.2	lbs.

Shipping dimensions & weight (WxHxD)
Dimensions:	29 1/2"	x	47"		x	31 1/8"
Weight:	139.6	lbs.

Electric/Gas  Model #  UPC Code
Neat	White	 DV50F9A6EVW	 887276018676
Neat	White	 DV50F9A6GVW	 887276018683

Matching Washer
Neat	White	 WA50F9A6DSW	 887276018232

Actual	color	may	vary.	Design,	specifications,	and	color	availability	are	subject	to	change	without	notice.	Non-metric	weights	and	measurements	are	approximate.
©2013	Samsung	Electronics	America,	Inc.	85	Challenger	Road,	Ridgefield	Park,	NJ	07660.	Tel:	800-SAMSUNG.	samsung.com.	Samsung	is	a	registered	trademark	of	Samsung	Electronics	Co.	Ltd.

DV50F9A6GVW
Samsung Top Load Gas Dryer
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Dimensions:

	*	 	Required	spacing.	
(External	exhaust	elbow		
requires	additional	space)

Minimum	clearances	for	closets	and	alcoves:

Sides	–	1"
Top	–	17"
Rear	–	5"
Closet	front	–	2"

If	the	washer	and	dryer	are		
installed	together,	the	closet		
front	must	have	at	least	a		
72	in	(465	cm)	unobstructed	air		
opening.	Your	washer	alone	does		
not	require	a	specific	air	opening.

Alcove or closet installation

INSTALLING YOUR DRYER
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