
Overview

The aptiQ® MT20W multi-technology enrollment reader is designed to simplify the 
enrollment of smart and multi-technology credentials. The MT20W is powered by 
a USB cable (via a computer’s USB port or a powered USB plug) and utilizes a Wi-Fi 
connection for enrolling no-tour credentials. 

The MT20W is compatible with aptiQ smart credentials (MIFARE® Classic and 
MIFARE DESFire™ EV1) and supports no-tour access control when used with 
supported locks. Access rights can be assigned to a user/resident without property 
staff having to visit (tour) the lock. User/resident access to the lock is updated the 
next time the new credential is presented to the supported lock. 

Features and benefits

 § Use your computer and the ENGAGE  
web app to easily enroll credentials 

 § Recognizes aptiQ smart and  
multi-technology credentials (MIFARE® 
Classic and MIFARE DESFire™ EV1)

 § Simplifies credential enrollment

 § Uses Wi-Fi connection for credential 
enrollment

 § Limited Lifetime Warranty

MT20W
Credential enrollment 
reader with ENGAGE™ 
technology



About Allegion

Allegion (NYSE: ALLE) is a global pioneer in safety and security, with leading brands like  
CISA®,  Interflex®,  LCN®,  Schlage®,  SimonsVoss® and Von Duprin®.  Focusing on security around 
the door and adjacent areas, Allegion produces a range of solutions for homes, businesses, 
schools and other institutions. Allegion is a $2 billion company, with products sold in almost 
130 countries. For more, visit www.allegion.com.
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Model MT20W

Reader type Wi-Fi

Software and operating 
system requirements

Wi-Fi

Bit formats recognized 26A, 32X, 34N, 34S, 35C, 37X, 37H, 40X

Technologies supported Schlage MIFARE® Secure Sector
XceedID™ MIFARE® Secure Sector 
aptiQ Smart Cards using MIFARE DESFire™ EV1 with PACSA

Physical dimensions 
(l x w x h)

5.56" x 2.00" x .695"

Operating temperatures 0 to 40 C

Weight 4.1 oz

Power supply Connect to powered USB port or via USB power supply

Interface USB

Current requirement 160 mA
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