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60w-150w 12V Hardwire Electronic Transformer

 

L: 6 1/4'' W: 2 1/4'' H: 1 11/16'' 

Description
Ambiance electronic transformers have soft start circuitry which increases lamp life. They emit no audible noise, are UL and C-UL approved, moisture and shock resistant, employ automatically
resetting short circuit protection, and are dimmable using an electronic low-voltage (ELV) dimmer. Includes terminal block for 12/2 AWG max. romex input and 10/2 AWG Ambiance cable output.
Designed to be mounted vertically. Input and output are located on the bottom of the unit. 

Specifications
Item Number 9456-12

Finish Black

Dimensions L: 6 1/4'' W: 2 1/4'' H: 1 11/16'' 

Mounting Proc. Screw(s)

Safety Listing UL Listed for Dry Locations   
cUL Listed for Dry Locations   

Warranty 1-Year Warranty

Instruction Sheets 

Trilingual (English, Spanish, and French) (HC-1935FS)

Shipping Information:
Package Type Product # Quantity UPC Length Width Height Cube Weight UPS Ship
Individual 9456-12 1 785652945625 6 3 3 0.031 0.9 Yes
Master Pack   32 10785652945622 25.5 13 13.75 2.638 34.2 Yes

 

Ambiance Lighting Systems reserves the right to revise the design of components of any product due to parts availability or change in safety listing standards without assuming any
obligation or liability to modify any products previously manufactured and without notice. This literature depicts a product design that is the sole and exclusive property of Ambiance
Lighting Systems. In compliance with U.S copyright and patent requirements, notification is hereby presented in this form that this literature, or the product it depicts, is not to be copied,
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