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FEATURES:
•  5 plungers, 45 sprays

•  12 center massage jets

•  Durable plastic construction

•  Spray adjusting faceplate

•  Patented plungers resist scale buildup

•  Includes 5’ metal hose and arm bracket

•  2.5 gpm (9.5 L/min) flow rate

FINISH:

OPTIONS: Add suffix to model #

❑ -E2• 2.0 gpm (7.6 L/min) flow rate

• 1.75 gpm (6.6 L/min) flow rate ❑ -E175

COMPLIANCE:
•  ASME A112.18.1/CSA B125.1 certified

• WaterSense certified (E2, E175)

WARRANTY:
• Limited Lifetime Warranty (consumer use)

• 1 Year Limited (commerical use)

VS-3011
Chelsea™ Hand Shower Head

PC BN

DIMENSIONS: NOTE: 1. All dimensions are in inches (millimeters) unless otherwise specified and are subject to change without notice.

ROUGH IN DIMENSIONS

VS-3011
Max. Flow Rate: 2.5 gpm (9.5L/min)
Min. Flow Rate: 2.0 gpm (7.6 L/min) @ 45psi

FOR USE WITH AUTOMATIC COMPENSATING VALVES RATED AT
7.6 L/MIN (2.0 GPM) OR LESS.

VS-3011-E2
Max. Flow Rate: 2.0 gpm (7.6 L/min)
Min. Flow Rate: 1.5 gpm (5.7 L/min) @ 45psi

FOR USE WITH AUTOMATIC COMPENSATING VALVES RATED AT
6.6 L/MIN (1.75 GPM) OR LESS.
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    MARKED “VACUUM BREAKER”
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        MARKED “TO HAND SHOWER”


