
Features
• Pedestal designed to conceal water supplies and

drain

• With overflow

• Includes mounting hardware

• 5-year limited warranty

• Made of Grade A vitreous china

• Distinctive design

• Available with 8″ (20.3 cm) or 4″ (10.2 cm) faucet
holes or single hole

• Generous interior basin size and taller 34″ (86.4 cm)
height

• 21-1/4″ (54 cm) x 18-1/4″ (46.4 cm) x 34″ (86.4 cm)

Codes/Standards Applicable
Specified model meets or exceeds the following:

• ASME A112.19.2/CSA B45.1

PEDESTAL LAVATORY
442128

ALSO 442124, 442121

Colors/Finishes
• 0: White

• Other: Refer to Price Book for additional colors/finishes

Specified Model

Model Description Included
Pedestal

Included
Basin

Colors/Finishes

442128 8″ (20.3 cm) center (faucet) 448120 446128 ❑ 0 ❑ Other_____
442124 4″ (10.2 cm) center (faucet) 448120 446124 ❑ 0 ❑ Other_____
442121 Single hole 448120 446121 ❑ 0 ❑ Other_____
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For more information
visit SterlingPlumbing.com

or call 1-800-STERLING



Technical Information

Fixture*: basin area water depth
Lavatory 18-1/4″

(46.4 cm) x
11-5/8″
(29.5 cm)

4″ (10.2 cm)

Drain
hole

1-3/4″
(4.4 cm)
D.

Holes 442128 442124 442121
Spout 1-3/8″

(3.5 cm) D.
1-1/4″
(3.2 cm) D.

1-3/8″
(3.5 cm) D.

Faucet 1-3/8″
(3.5 cm) D.

1-1/4″
(3.2 cm) D.

NA

Included components:
Pedestal accessory pack 52204
Rubber pads 63069

442128

2-3/4" (7 cm)

19-7/16"
(49.4 cm)6-3/4"

(17.1 cm)

8" (20.3 cm)

8"
(20.3 cm)

8" (20.3 cm)

18-1/4"
(46.4 cm)

5"
(12.7 cm)

21-1/4"
(54 cm)

3/4"
(1.9 cm)

15-1/4"
(38.7 cm)

9-1/4"
(23.5 cm)14-1/2"

(36.8 cm)

Framing
Member 

3/8" Cold

4" (10.2 cm)

4" (10.2 cm)

1-1/4" (3.2 cm)
Outlet

34"
(86.4 cm)1/2" (1.3 cm) D.

Mountiing Hole
In Pedestal

1/2" (1.3 cm) D.
Anchor Holes

3/8" Hot

442124

442121
9-3/4"
(24.8 cm)

2-3/4"
(7 cm)

5-7/8"
(14.9 cm)

6-7/8" (17.5 cm)
448120 (Common Pedestal)

2-3/4"
(7 cm)

9-3/4"
(24.8 cm)

1/2" (1.3 cm) D.
Mounting Hole in
Pedestal

Product Diagram
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