





	Test: 
	1250 psi S6 MPa: 
	1000 psi 69 MPa: 
	Tensile Strength: 
	140G1700 psi 95117 MPa: 
	1000 psi 69 MPa_2: 
	3500 psi 241 MPa: 
	Thermal Shock Resistance: 
	600700 psi 414S MPa: 
	500 psi 34 MPa: 
	Shrinkage: 
	GOl: 
	025: 
	Sag Resistance: 
	Pass: 
	SO minutes: 
	SO minutes_2: 
	EN1200373: 
	2 Nmm2: 
	2 Nmm2_2: 
	EN1200374: 
	2 Nmm2_3: 
	2 Nmm2_4: 
	EN1200375: 
	2 Nmm2_5: 
	2 Nmm2_6: 
	ENl346: 
	Pot Life: 
	45 minutes: 
	Time to Grout: 
	12 hours: 
	Time to Light Traffic: 
	12 hours_2: 
	Time to Heavy Traffic: 
	24 hours: 
	Minimum Application Layer: 
	liS in 3 mm: 
	3S in 9 mm: 
	Wet Density: 
	991bslft3 1590 kgm3: 
	REAGENT TYPE at 70F 21C: 
	Citric Acid 10: 
	Sulfuric Acid 10: 
	Hydrochloric Acid 10: 
	Lactic Acid 5: 
	Vinegar: 
	Acetic Acid 10: 
	Nitric Acid 10: 
	Sodium Hydroxide 10: 
	Sodium Chloride 10: 
	Ammonium Hydroxide: 
	Sugars: 
	Gasoline: 
	Cooking Oils: 
	Turpentine: 
	Mineral Spirits: 
	Toluene: 
	Xylol: 
	Tile Redi USA LLC: 


