
LT641 - Dartmouth® Undercounter Lavatory

� Intricate traditional design
� 18-3/4” X 13-3/4” Undercounter
lavatory with mounting set and
template

� Spacious oval basin with overflow
drain

� ADA compliant with overflow to
rear side

� One year limited warranty

Vitreous china undercounter
lavatory. Complete with
mounting hardware.

� LT641
Undercounter lavatory with
mounting brackets.

ADA Compliant

LT641
Dartmouth® Undercounter Lavatory

Decorative Collection

Finishes:
Standard #01 Cotton, #11 Colonial White

#12 Sedona Beige, #03 Bone
#51 Ebony

Optional See price book for
additional colors
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� DESIGN
Dartmouth undercounter lavatory features a richly
detailed rim perfected for time-honored interiors and
is made from durable vitreous china for years of qual-
ity use.

� SPECIFICATIONS

Waste: 1-1/4" O.D.
Size: 21-1/4"L x 16-1/4"W
Basin cut-out: 18-3/4" x 13-3/4"
Warranty: One Year Limited Warranty
Material: Vitreous china

Shipping Weight: LT641
21 lbs.

Shipping Dimensions: LT641
22"L x 17-1/2"W
x 9-1/4"H

Fixture dimensions and hydraulic performance meet or
exceed ANSI/ASME standard A112.19.2 and CAN/CSA
B 45 requirements.

Listing / Approvals: IAPMO/UPC, CSA, City of Los
Angeles, State of Massachusetts, and others.

Meets the American Disabilities Act Guidelines and
ANSI A117.1 requirements when countertop installed
864mm (34") from finished floor and lavatory installed
51mm (2") minimum from the front edge with overflow to
the rear side.

These dimensions and specifications are subject to
change without notice.
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