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TROY LANDSCAPE LIGHTING - A Division of Troy-CSL Lighting, Inc.
14625 East Clark Ave., City of Industry CA, USA (91745) Phone: 626-336-4511 www.TroyLandscapeLighting.com

*We reserve the right to change specifications without notice.

Ultra Energy Efficient High Power LEDs
• 3 watt high power LED, 3.2 watt energy consumption
• 50,000 hour rated life
• LED with integral internal driver, replaceable lamp
• 3,000°K color temperature
• 5 foot light circle with standard riser
• Suitable for use with standard landscape transformers
• More fixtures per run, lower wattage transfomer requirement
• Multiple Patents Pending
Housing and Shade
• Solid Brass
Lens
• Optical Acrylic
Stem
• 7⁄8 dia. solid brass tubing
Socket and Wiring
• Bi-pin type G4/GU5.3 with stainless steel spring.  

Pre-wired w/ 3 foot 16 gauge wire leads.
Stakes & Connectors
• Shipped w/ Quick-Stake and Gel Connectors

G241 Ultra-E LED™ Path Light
Solid Brass

Model Material Socket/Lamp Natural Finishes Powder Coat 

G241 B Solid Brass G4/GU5.3 NAP NAR PAB PBZ
LED NAS nAZ PDV POC

NOC UfB PRI PSD
PtB PWB
PtW

G241
Natural
Old Copper
(NOC)


