
Skylight reference guide
Residential, commercial and SUN TUNNEL™ skylights
Effective January 16, 2012

Now factory 
installed 

blinds 
available
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VS 
Size code 14° - 85°

3:12 - 137:12
C01 C04 C06

 
C08 M04 M06 M08 S01 S06

Outside frame                                          (W” x H”) 21 1⁄2 x  
27 3⁄8

21 1⁄2 x  
38 3⁄8

21 1⁄2 x  
46 1⁄4

21 1⁄2 x  
54 15⁄16

30 9⁄16 x 
38 3⁄8

30 9⁄16 x  
46 1⁄4

30 9⁄16 x  
54 15⁄16

44 3⁄4 x  
27 3⁄8

44 3⁄4 x  
46 1⁄4

Rough opening / 
Finished frame  (W” x H”) 21  x    

26 7⁄8

21  x    
37 7⁄8

21  x    
45 3⁄4

21  x    
54 7⁄16

30 1⁄16 x  
37 7⁄8

30 1⁄16 x  
45 3⁄4

30 1⁄16 x  
54 7⁄16

44 1⁄4 x  
26 7⁄8

44 1⁄4 x  
45 3⁄4

Glass type Exterior 
finish

Product 
code C01 C04 C06 C08 M04 M06 M08 S01 S06 Delivery

Tempered LowE3 Aluminum 2005 404 439 467 490 471 511 571 492 635 S

Laminated LowE3 Aluminum 2004 445 480 508 531 525 565 625 570 713 S

With VELUX, there are several choices, no matter how the house and roof are constructed. Before getting started and to help make the best 
possible choice for your application, read the following steps:

How to order

4. Ordering your product.

Online http://dealer.velux-america.com
Hours of Operation:
24 hours per day, 7 days 
per week 

The Dealer Direct Connect System allows a dealer to order products and 
perform routine inquiries 24/7 using real-time inventory availability by 
connecting to our system through the Internet. 

Fax 1-864-943-2631
Hours of Operation:
24 hours per day, 7 days 
per week

If you would like, you can fax in your order any time.

Call
Residential 

1-800-888-3589

Hours of Operation:
Monday - Friday
7:30 a.m. - 8:00 p.m. (ET)
Saturday
8:00 a.m. - 6:00 p.m. (ET)

If you have questions or would like to place an order on the phone, call our 
toll-free Customer Service Hotline.

Call
Commercial 

1-888-878-3589

Hours of Operation:
Monday - Friday
8:00 a.m. - 6:00 p.m. (ET)

If you have questions or would like to place an order on the phone, call our 
toll-free Commercial Customer Service Hotline.

2. Product ordering codes.
To order the correct product you will need a product order number that may 
consist of up to three separate parts. Skylights and roof windows will have 
three parts while accessories and flashing may have two parts. These parts 
are the Model number(A), Size code (B) and Product code (C) if required.

3. Factory installed blinds codes.
If factory install blinds are needed please add 
Blind code (D) to the order

1. Plan for delivery time.
In the guide we have supplied a continental USA delivery guideline to help you in planning projects.  Please use the chart below to know when 
to expect delivery.

 VS  -  C01 - 2005
Model number 
(A)

Size code 
(B)

Product code  
(C)

Continental USA delivery guidelines Delivery

In-stock at regional warehouses – Allow 2 to 4 business days for shipment. S

Trans-shipped from central warehouse – Allow 7 to 10 business days for shipment. T

Not stocked; Manufactured on demand – Allow approximately 15 business days for shipment. R

Not stocked; Manufactured on demand – Allow approximately 32 business days for shipment. N

Sparks, NV region ships 2 to 3 days, all other areas must call for availability A

Sparks, NV and Broomfield, CO regions ship in 2 - 3 business days, for other areas allow 15 business days B

Ronkonkoma, NY, Greenwood, SC, Aurora, IL, Windsor, CT regions ship in 2 to 3 business days, for other areas allow 7 - 10 days C

How to order with factory installed blinds

VS - C01 - 2005 + DS00
Model Size code Product code  (D) Blind code

A

C

B

VS 
Size code 14° - 85°

3:12 - 137:12
C01 C04 C06

 
C08 M04 M06 M08 S01 S06

Outside frame                                          (W” x H”) 21 1⁄2 x  
27 3⁄8

21 1⁄2 x  
38 3⁄8

21 1⁄2 x  
46 1⁄4

21 1⁄2 x  
54 15⁄16

30 9⁄16 x 
38 3⁄8

30 9⁄16 x  
46 1⁄4

30 9⁄16 x  
54 15⁄16

44 3⁄4 x  
27 3⁄8

44 3⁄4 x  
46 1⁄4

Rough opening / 
Finished frame  (W” x H”) 21  x    

26 7⁄8

21  x    
37 7⁄8

21  x    
45 3⁄4

21  x    
54 7⁄16

30 1⁄16 x  
37 7⁄8

30 1⁄16 x  
45 3⁄4

30 1⁄16 x  
54 7⁄16

44 1⁄4 x  
26 7⁄8

44 1⁄4 x  
45 3⁄4

Glass type Exterior 
finish

Product 
code C01 C04 C06 C08 M04 M06 M08 S01 S06 Delivery

Tempered LowE3 Aluminum 2005 404 439 467 490 471 511 571 492 635 S

Laminated LowE3 Aluminum 2004 445 480 508 531 525 565 625 570 713 S

VS 
Size code 14° - 85°

3:12 - 137:12
C01 C04 C06

 
C08 M04 M06 M08 S01 S06

Outside frame                                          (W” x H”) 21 1⁄2 x  
27 3⁄8

21 1⁄2 x  
38 3⁄8

21 1⁄2 x  
46 1⁄4

21 1⁄2 x  
54 15⁄16

30 9⁄16 x 
38 3⁄8

30 9⁄16 x  
46 1⁄4

30 9⁄16 x  
54 15⁄16

44 3⁄4 x  
27 3⁄8

44 3⁄4 x  
46 1⁄4

Rough opening / 
Finished frame  (W” x H”) 21  x    

26 7⁄8

21  x    
37 7⁄8

21  x    
45 3⁄4

21  x    
54 7⁄16

30 1⁄16 x  
37 7⁄8

30 1⁄16 x  
45 3⁄4

30 1⁄16 x  
54 7⁄16

44 1⁄4 x  
26 7⁄8

44 1⁄4 x  
45 3⁄4

Glass type Exterior 
finish

Product 
code C01 C04 C06 C08 M04 M06 M08 S01 S06 Delivery

Tempered LowE3 Aluminum 2005 404 439 467 490 471 511 571 492 635 S

Laminated LowE3 Aluminum 2004 445 480 508 531 525 565 625 570 713 S

VS 
Size code 14° - 85°

3:12 - 137:12
C01 C04 C06

 
C08 M04 M06 M08 S01 S06

Outside frame                                          (W” x H”) 21 1⁄2 x  
27 3⁄8

21 1⁄2 x  
38 3⁄8

21 1⁄2 x  
46 1⁄4

21 1⁄2 x  
54 15⁄16

30 9⁄16 x 
38 3⁄8

30 9⁄16 x  
46 1⁄4

30 9⁄16 x  
54 15⁄16

44 3⁄4 x  
27 3⁄8

44 3⁄4 x  
46 1⁄4

Rough opening / 
Finished frame  (W” x H”) 21  x    

26 7⁄8

21  x    
37 7⁄8

21  x    
45 3⁄4

21  x    
54 7⁄16

30 1⁄16 x  
37 7⁄8

30 1⁄16 x  
45 3⁄4

30 1⁄16 x  
54 7⁄16

44 1⁄4 x  
26 7⁄8

44 1⁄4 x  
45 3⁄4

Glass type Exterior 
finish

Product 
code C01 C04 C06 C08 M04 M06 M08 S01 S06 Delivery

Tempered LowE3 Aluminum 2005 404 439 467 490 471 511 571 492 635 S

Laminated LowE3 Aluminum 2004 445 480 508 531 525 565 625 570 713 S
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Important new information

Factory installed blinds

Expanded colors (stock) of blinds

New skylights

Brand new special order blinds

•	 Standard (included in product) models - VSE and VCE

•	 Optional on models - FS, VS, VCM and QPF

14” curb SUN TUNNEL skylight Replacement skylight series - FSR

Light filtering blinds: Diffuses the light. Controls direct sunlight and glare. Provides basic privacy. 

Blackout blinds: Blocks the light. Less than 2% of light enters the room.  Provides the best privacy.  

Blackout blinds Light filtering blinds Venetian blinds
Blocks the light. Less than 2% of light enters the 
room.  Provides the best privacy. 

Adjusts the light. Reduces light by 74%. Adjust direct 
light in any direction. Maintain view to the outdoors.

Diffuses the light. Controls direct sunlight 
and glare.  Provides basic privacy.

No Leak  
Warranty

For complete information visit  
www.thenoleakskylight.com

VELUX flashing  
required.
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Accessories - Page 30

Fixed deck mounted no leak skylight - FS
•	 Pre-finished white interior wood frame

•	 Factory installed blinds available

•	 Aluminum or copper exterior finish 

FS skylight with an in-stock manual blind

FS skylight with an in-stock solar powered blind

Blackout blinds 

Blackout blinds 

Light filtering blinds

Light filtering blinds

Venetian blinds
Blocks the light. Less than 2% of light enters the 
room.  Provides the best privacy. 

Blocks the light. Less than 2% of light enters the 
room.  Provides the best privacy. 

Adjusts the light. Reduces light by 74%. Adjust direct 
light in any direction. Maintain view to the outdoors.

Diffuses the light. Controls direct sunlight 
and glare.  Provides basic privacy.

Diffuses the light. Controls direct sunlight 
and glare.  Provides basic privacy.

FS 
Size code 14° - 85°

3:12 - 137:12
A06 C01 C04 C06 C08 C12

  
D26

  
D06 M02 M04 M06 M08 S01 S06

Outside frame                                          (W” x H”) 15 1⁄4 x 
46 1⁄4

21 1⁄2 x 
27 3⁄8

21 1⁄2 x 
38 3⁄8

21 1⁄2 x 
46 1⁄4

21 1⁄2 x 
54 15⁄16

21 1⁄2 x 
70 3⁄4

23 1⁄4 x 
23 7⁄16

23 1⁄4 x 
46 1⁄4

30 9⁄16 x 
30 1⁄2

30 9⁄16 x 
38 3⁄8

30 9⁄16 x 
46 1⁄4

30 9⁄16 x 
54 15⁄16

44 3⁄4 x 
27 3⁄8

44 3⁄4 x  
46 1⁄4

Rough opening / 
Finished frame  (W” x H”) 14 1⁄2 x 

45 3⁄4

21 x    
26 7⁄8

21 x    
37 7⁄8

21 x    
45 3⁄4

21 x    
54 7⁄16

21 x   
70 1⁄4

22 1⁄2 x 
22 15⁄16

22 1⁄2 x 
45 3⁄4

30 1⁄16 x 
30

30 1⁄16 x 
37 7⁄8

30 1⁄16 x 
45 3⁄4

30 1⁄16 x 
54 7⁄16

44 1⁄4 x 
26 7⁄8

44 1⁄4 x  
45 3⁄4

Glass type Exterior 
finish

Product 
code A06 C01 C04 C06 C08 C12 D26 D06 M02 M04 M06 M08 S01 S06 Delivery

Tempered LowE3  Aluminum 2005 S

Laminated LowE3 Aluminum 2004 S

Stain grade wood interior 
(Tempered LowE3)  

 Aluminum 0005 Call Call T T Call Call Call Call Call Call T Call Call Call N

Laminated Copper 2104 Call Call N

Impact  Aluminum 2006 N/A T T N

Snowload Aluminum 2010 Call Call Call A

New ordering code:
Order with factory installed blinds

New ordering code: 
Order with factory installed blinds

Sample ordering code:
Order without blinds

FS - A06 - 2004 + DK00
Model Size code Product code Blind code

FS - A06 - 2004 + DS00
Model Size code Product code Blind code

FS - A06 - 2004
Model Size Product code

New
blind 
code

New
blind 
code

Glass type Exterior 
finish

Product 
code A06 C01 C04 C06 C08 C12 D26 D06 M02 M04 M06 M08 S01 S06 Delivery

Tempered LowE3 Aluminum 2005 N/A S

Laminated LowE3 Aluminum 2004 N/A S

Glass type Exterior 
finish

Product 
code A06 C01 C04 C06 C08 C12 D26 D06 M02 M04 M06 M08 S01 S06 Delivery

Tempered LowE3 Aluminum 2005 N/A N/A S

Laminated LowE3 Aluminum 2004 N/A N/A S

Factory installed blinds available
(Free installation with in-stock blinds)

No Leak  
Warranty

For complete information visit  
www.thenoleakskylight.com

VELUX flashing  
required.

DS00 DS01 DS02 DS11 DS12 RS00 RS01 RS02

DK00 DK01 DK02 DK11 DK12 RF00 RF01 RF02 PA00
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In-stock: Blind colors (2 - 4 working day delivery)
Light filteringBlackout Venetian

Venetian blinds:  Adjusts the light. Reduces light by 74%. Adjust direct light in any direction. Maintain view to the outdoors.

Flashing systems

Special order: Blind colors (14 working day delivery and shipped separately)

Light filtering blinds: Diffuses the light. Controls direct sunlight and glare. Provides basic privacy. 

Blackout blinds: Blocks the light. Less than 2% of light enters the room.  Provides the best privacy.  

5195 1705 0705 3113 3009 1085 3111 3131 5135 3003 3001 5145 0855 3004 3123

5155 1355 3006 3002 1455 2505 0605 3112 3101 3010 1655 3008 3007 3122 3011

3124 2655 1955 3005 2055 5265 3121 3132 3182 3183 3187 3186 3181 3180

4070 4100 4120 4110 4111 4122 0710 4077 4069 4000 4080 4121 4112 4073 1850

4066 4123 4071 4074 4102 4078 2350 0650 4060 4124 4076 4101 4079 4072 0310

4081 4103 4082 1952

5%  
off

Already have an older 
pre-existing FS that 
needs blinds. See blind 
section beginning with 
page 28 for how to get 
a set of blinds for your 
VELUX skylights. 

The flashings below are only to be used with the No Leak Skylight manufactured after 01/01/2010.  Call for older model flashing options.   
No Leak warranty requires the purchase and correct installation of the recommended flashing.

Description Roofing material Roof pitch Product code A06 C01 C04 C06 C08 C12 D26 D06 M02 M04 M06 M08 S01 S06 Delivery

Step flashing with adhesive 
underlayment                    

Asphalt shingles, wood shakes or 
slate (up to 1/2” maximum thickness)

14°- 85° EDL 0000B S

Copper step flashing  with 
adhesive underlayment

Asphalt shingles, wood shakes and  
flat tile for copper cladding 14°- 85° EDL 0100B N

High profile flashing with 
adhesive underlayment Tile  (over 1/2 inch thickness) 14°- 85° EDW 0000A N/A S

Metal roof flashing with 
adhesive underlayment Metal 14°- 85° EDM 0000B S

Biepack flashing Counter flashing for deck mounted skylights ECB 0000 N/A N/A N/A N/A S

Available blinds for the FS (ordered separately -not factory installed)For models manufactured after January 1, 2010

Order a blind: Order code

DKD - S06 - 1025
Model code Size Color code

Blinds Model code In-stock Model code Special order

Manual blackout blind DKD DKD

Manual light filtering blind RFD RFD

Manual venetian blind PAD PAD

Solar blackout blind DSD DSD

Solar light filtering blind RSD RSD
  

www.veluxusa.com
1-800-888-3589

•	 Blackout blinds or  light filtering blinds

•	 Flashing needed

•	 Tech specs

Need answers before you buy.

9150 7015 4459 7013 7014 7010 7012 7011

1025 1085 1100 3184 3185 1028 1086 9050 7001
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Blackout blinds 

Blackout blinds 

Light filtering blinds

Light filtering blinds

Venetian blinds
Blocks the light. Less than 2% of light enters the 
room.  Provides the best privacy. 

Blocks the light. Less than 2% of light enters the 
room.  Provides the best privacy. 

Adjusts the light. Reduces light by 74%. Adjust direct 
light in any direction. Maintain view to the outdoors.

Diffuses the light. Controls direct sunlight 
and glare.  Provides basic privacy.

Diffuses the light. Controls direct sunlight 
and glare.  Provides basic privacy.

New
blind 
code

New
blind 
code

DS00R DS01R DS02R DS11R DS12R RS00R RS01R RS02R

6     6     

Accessories - Page 30

Replacement fixed deck mounted no leak 
skylight - Replacement FSR
•	 2.75” deck seal to span wider or less accurate openings

•	 Replace the old skylight from the roof with little trim needed

•	 No drywall groove to match existing construction - simply trim the  
drywall to the opening

Replacement FSR skylight with an in-stock manual blind

Replacement FSR skylight with an in-stock solar powered blind

FSR 
Size code 14° - 85°

3:12 - 137:12  
D26

 
D06 M02 S06

Outside frame                                          (W” x H”) 23 1⁄4 x 23 7⁄16 23 1⁄4 x 46 1⁄4 30 9⁄16 x 30 1⁄2 44 3⁄4 x 46 1⁄4

Rough opening / 
Finished frame  (W” x H”) 22 1⁄2 x 22 15⁄16 22 1⁄2 x 45 3⁄4 30 1⁄16 x 30 44 1⁄4 x 45 3⁄4

Ideal fit width (inches) 21 1⁄8 - 22 3⁄8 21 1⁄8 - 22 3⁄8 28 1⁄2 - 29 3⁄4 42 3⁄8 - 44

Ideal fit height  (inches) 21 1⁄2 - 22 3⁄4 44 1⁄4 - 45 1⁄2 28 1⁄2 - 29 3⁄4 44 2⁄8 - 45 1⁄2

Glass type Exterior 
finish

Product 
code D26 D06 M02 S06 Delivery

Tempered LowE3  Aluminum 2005R C

New ordering code: 
Order with factory installed blinds

New ordering code: 
Order with factory installed blinds

Sample ordering code:
Order without blinds

FSR - D06 - 2005R
Model Size Product code

Glass type Exterior 
finish

Product 
code D26 D06 M02 S06 Delivery

Tempered LowE3  Aluminum 2005 C

Glass type Exterior 
finish

Product 
code D26 D06 M02 S06 Delivery

Tempered LowE3  Aluminum 2005 C

Factory installed blinds available
(Free installation with in-stock blinds)

FSR - D06 - 2005 + DK00R
Model Size code Product code Blind code

FSR - D06 - 2005 + DS00R
Model Size code Product code Blind code

Note: In general the Replacement FS, allows a finished opening variance of 2” on width and height for an ideal fit where the front 
of the drywall will be under the white skylight frame.  An additional 2” in width and height variance will allow the skylight to fit the 
opening, but additional trim will be required.

Available  
February 1st, 2012

No Leak  
Warranty

For complete information visit  
www.thenoleakskylight.com

VELUX flashing  
required.
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In-stock: Blind colors (2 - 4 working day delivery)
Light filteringBlackout

Venetian

Venetian blinds:  Adjusts the light. Reduces light by 74%. Adjust direct light in any direction. Maintain view to the outdoors.

Flashing systems

Available blinds for the Replacement FSR (ordered separately -not factory installed) For models manufactured after January 1, 2010

Special order: Blind colors (14 working day delivery and shipped separately)

Light filtering blinds: Diffuses the light. Controls direct sunlight and glare. Provides basic privacy. 

Blackout blinds: Blocks the light. Less than 2% of light enters the room.  Provides the best privacy.  

4070 4100 4120 4110 4111 4122 0710 4077 4069 4000 4080 4121 4112 4073 1850

4066 4123 4071 4074 4102 4078 2350 0650 4060 4124 4076 4101 4079 4072 0310

4081 4103 4082 1952

Order a blind: Order code

DKD - S06 - 1025
Model code Size Color code

Blinds Model code In-stock Model code Special order

Manual blackout blind DKD DKD

Manual light filtering blind RFD RFD

Manual venetian blind PAD PAD

Solar blackout blind DSD DSD

Solar light filtering blind RSD RSD
  

The flashings below are only to be used with the No Leak Skylight manufactured after 01/01/2010.  Call for older model flashing options.   
No Leak warranty requires the purchase and correct installation of the recommended flashing.

Description Roofing material Roof pitch Product code D26 D06 M02 S06 Delivery

Step flashing with adhesive 
underlayment                    

Asphalt shingles, wood shakes or 
slate (up to 1/2” maximum thickness)

14°-85° EDL 0000B S

Metal roof flashing with 
adhesive underlayment Metal 14°-85° EDM 0000B S

www.veluxusa.com
1-800-888-3589

•	 Blackout blinds or  light filtering blinds

•	 Flashing needed

•	 Tech specs

Need answers before you buy.

5195 1705 0705 3113 3009 3111 3131 5135 3003 3001 5145 0855 3004 3123 5155

1355 3006 3002 1455 2505 0605 3112 3101 3010 1655 3008 3007 3122 3011 3124

2655 1955 3005 2055 5265 3121 3132 3182 3183 3187 3186 3181 3180

9150 7015 4459 7013 7014 7010 7012 7011

1025 1085 1100 3184 3185 1028 1086 9050 7001
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Venting deck mounted no leak skylight - VS
•	 Pre-finished white interior wood frame

•	 Factory installed blinds available

•	 Aluminum or copper exterior finish

•	 Insect screen and operator hook included

VS skylight with an in-stock solar powered blind

Blackout blinds Light filtering blinds
Blocks the light. Less than 2% of light enters the 
room.  Provides the best privacy. 

Diffuses the light. Controls direct sunlight 
and glare.  Provides basic privacy.

VS 
Size code 14° - 85°

3:12 - 137:12
C01 C04 C06

 
C08 M04 M06 M08 S01 S06

Outside frame                                          (W” x H”) 21 1⁄2 x  
27 3⁄8

21 1⁄2 x  
38 3⁄8

21 1⁄2 x  
46 1⁄4

21 1⁄2 x  
54 15⁄16

30 9⁄16 x 
38 3⁄8

30 9⁄16 x  
46 1⁄4

30 9⁄16 x  
54 15⁄16

44 3⁄4 x  
27 3⁄8

44 3⁄4 x  
46 1⁄4

Rough opening / 
Finished frame  (W” x H”) 21  x    

26 7⁄8

21  x    
37 7⁄8

21  x    
45 3⁄4

21  x    
54 7⁄16

30 1⁄16 x  
37 7⁄8

30 1⁄16 x  
45 3⁄4

30 1⁄16 x  
54 7⁄16

44 1⁄4 x  
26 7⁄8

44 1⁄4 x  
45 3⁄4

Glass type Exterior 
finish

Product 
code C01 C04 C06 C08 M04 M06 M08 S01 S06 Delivery

Tempered LowE3 Aluminum 2005 S

Laminated LowE3 Aluminum 2004 S

Stain grade wood interior 
(Tempered LowE3) 

Aluminum 0005 Call Call T Call Call T Call Call Call N

Laminated Copper 2104 N

Impact Aluminum 2006 Call N

Snowload Aluminum 2010 Call A

New ordering code: 
Order with factory installed blinds

Sample ordering code:
Order without blinds

VS - C01 - 2005 + DS00
Model Size code Product code Blind code

VS - C01 - 2004
Model Size Product code

New
blind 
code

Glass type Exterior 
finish

Product 
code C01 C04 C06 C08 M04 M06 M08 S01 S06 Delivery

Tempered LowE3 Aluminum 2005 S

Laminated LowE3 Aluminum 2004 S

Factory installed blinds available
(Free installation with in-stock blinds)

Accessories - Page 30

No Leak  
Warranty

For complete information visit  
www.thenoleakskylight.com

VELUX flashing  
required.

DS00 DS01 DS02 DS11 DS12 RS00 RS01 RS02
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VS - C01 - 2005 + DS00
Model Size code Product code Blind code

9     

In-stock: Blind colors (2 - 4 working day delivery)
Light filteringBlackout

Flashing systems

Available blinds for the VS (ordered separately -not factory installed) For models manufactured after January 1, 2010

Special order: Blind colors (14 working day delivery and shipped separately)

Light filtering blinds: Diffuses the light. Controls direct sunlight and glare. Provides basic privacy. 

Blackout blinds: Blocks the light. Less than 2% of light enters the room.  Provides the best privacy.  

4070 4100 4120 4110 4111 4122 0710 4077 4069 4000 4080 4121 4112 4073 1850

4066 4123 4071 4074 4102 4078 2350 0650 4060 4124 4076 4101 4079 4072 0310

4081 4103 4082 1952

Blinds Model code In-stock Model code Special order

Solar blackout blind DSH DSH

Solar light filtering blind RSH RSH
  

Already have an older  
pre-existing VS that 
needs blinds. See blind 
section beginning with 
page 28 for how to get 
a set of blinds for your 
VELUX skylights. 

Order a blind: Order code

DSH - C01 - 1025
Model code Size Color code

The flashings below are only to be used with the No Leak Skylight manufactured after 01/01/2010.  Call for older model flashing options.   
No Leak warranty requires the purchase and correct installation of the recommended flashing.

Description Roofing material Roof pitch Product code C01 C04 C06 C08 M04 M06 M08 S01 S06 Delivery

Step flashing with adhesive 
underlayment                    

Asphalt shingles, wood shakes or 
slate (up to 1/2” maximum thickness)

14°- 85° EDL 0000B S

Copper step flashing  with 
adhesive underlayment

Asphalt shingles, wood shakes or 
slate (up to 1/2” maximum thickness) 
for copper cladding only

14°- 85° EDL 0100B N

High profile flashing with 
adhesive underlayment  Tile  (over 1/2 inch thickness) 14°- 85° EDW 0000A S

Metal roof flashing with 
adhesive underlayment Metal 14°- 85° EDM 0000B S

Biepack flashing Counter flashing for deck mounted skylights ECB 0000 S

www.veluxusa.com
1-800-888-3589

•	 Blackout blinds or  light filtering blinds

•	 Flashing needed

•	 Tech specs

Need answers before you buy.

5195 1705 0705 3113 3009 3111 3131 5135 3003 3001 5145 0855 3004 3123 5155

1355 3006 3002 1455 2505 0605 3112 3101 3010 1655 3008 3007 3122 3011 3124

2655 1955 3005 2055 5265 3121 3132 3182 3183 3187 3186 3181 3180

1025 1085 1100 3184 3185 1028 1086 9050
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Blackout blinds Light filtering blinds
Blocks the light. Less than 2% of light enters the 
room.  Provides the best privacy. 

Diffuses the light. Controls direct sunlight 
and glare.  Provides basic privacy.

New
blind 
code

Flashing systems

Electric venting deck mounted no leak skylight - VSE
•	 New for 2012, factory installed blind included in the unit

•	 Package includes remote control and insect screen

•	 Rain sensors automatically close the window

•	 Single hard wire connects to a standard junction box

•	 Pre-finished white interior wood frame

VSE 
Size code 14° - 85°

3:12 - 137:12
C01 C04 C06

 
C08 M04 M06 M08 S01 S06

Outside frame                                          (W” x H”) 21 1⁄2 x  
27 3⁄8

21 1⁄2 x  
38 3⁄8

21 1⁄2 x  
46 1⁄4

21 1⁄2 x  
54 15⁄16

30 9⁄16 x  
38 3⁄8

30 9⁄16 x  
46 1⁄4

30 9⁄16 x  
54 15⁄16

44 3⁄4 x  
27 3⁄8

44 3⁄4 x  
46 1⁄4

Rough opening / 
Finished frame  (W” x H”) 21  x  

26 7⁄8

21  x    
37 7⁄8

21  x    
45 3⁄4

21  x    
54 7⁄16

30 1⁄16 x  
37 7⁄8

30 1⁄16 x  
45 3⁄4

30 1⁄16 x  
54 7⁄16

44 1⁄4 x  
26 7⁄8

44 1⁄4 x  
45 3⁄4

Glass type Exterior 
finish

Product 
code C01 C04 C06 C08 M04 M06 M08 S01 S06 Delivery

Laminated LowE3 Aluminum 2004 S

Laminated LowE3 Copper 2104 N

Impact Aluminum 2006  N N

Snowload Aluminum 2010  N A

Stain grade wood interior 
(Tempered LowE3) 

Aluminum 0004 Not available with factory installed blinds. 
Please call for  availability. N

VSE skylight with an electric blind 

New ordering code:
Order with factory installed blinds
VSE - C01 - 2004 + DM00
Model Size code Product code Blind code

The flashings below are only to be used with the No Leak Skylight manufactured after 01/01/2010.  Call for older model flashing options.   
No Leak warranty requires the purchase and correct installation of the recommended flashing.

Description Roofing material Roof pitch Product code C01 C04 C06 C08 M04 M06 M08 S01 S06 Delivery

Step flashing with adhesive 
underlayment                    

Asphalt shingles, wood shakes or 
slate (up to 1/2” maximum thickness)

14°- 85° EDL 0000B S

Copper step flashing  with 
adhesive underlayment

Asphalt shingles, wood shakes or 
slate (up to 1/2” maximum thickness) 
for copper cladding only

14°- 85° EDL 0100B N

High profile flashing with 
adhesive underlayment Tile  (over 1/2 inch thickness) 14°- 85° EDW 0000A S

Metal roof flashing with 
adhesive underlayment Metal 14°- 85° EDM 0000B S

Biepack flashing Counter flashing for deck mounted skylights ECB 0000 S

DM00 DM01 DM02 DM11 DM12 RM00 RM01 RM02

Accessories - Page 30

Factory installed blinds

No Leak  
Warranty

For complete information visit  
www.thenoleakskylight.com

VELUX flashing  
required.

New 
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Light filtering blinds: Diffuses the light. Controls direct sunlight and glare. Provides basic privacy. 

Blackout blinds: Blocks the light. Less than 2% of light enters the room.  Provides the best privacy.  

RMH
4070

RMH
4100

RMH
4120

RMH
4110

RMH
4111

RMH
4122

RMH
0710

RMH
4077

RMH
4069

RMH
4000

RMH
4080

RMH
4121

RMH
4112

RMH
4073

RMH
1850

RMH
4066

RMH
4123

RMH
4071

RMH
4074

RMH
4102

RMH
4078

RMH
2350

RMH
0650

RMH
4060

RMH
4124

RMH
4076

RMH
4101

RMH
4079

RMH
4072

RMH
0310

RMH
4081

RMH
4103

RMH
4082

RMH
1952

Already have an older  
pre-existing VSE that 
needs blinds. See blind 
section beginning with 
page 28 for how to get 
a set of blinds for your 
VELUX skylights. 

VSE 
Size code 14° - 85°

3:12 - 137:12
C01 C04 C06

 
C08 M04 M06 M08 S01 S06

Outside frame                                          (W” x H”) 21 1⁄2 x  
27 3⁄8

21 1⁄2 x  
38 3⁄8

21 1⁄2 x  
46 1⁄4

21 1⁄2 x  
54 15⁄16

30 9⁄16 x  
38 3⁄8

30 9⁄16 x  
46 1⁄4

30 9⁄16 x  
54 15⁄16

44 3⁄4 x  
27 3⁄8

44 3⁄4 x  
46 1⁄4

Rough opening / 
Finished frame  (W” x H”) 21  x  

26 7⁄8

21  x    
37 7⁄8

21  x    
45 3⁄4

21  x    
54 7⁄16

30 1⁄16 x  
37 7⁄8

30 1⁄16 x  
45 3⁄4

30 1⁄16 x  
54 7⁄16

44 1⁄4 x  
26 7⁄8

44 1⁄4 x  
45 3⁄4

Glass type Exterior 
finish

Product 
code C01 C04 C06 C08 M04 M06 M08 S01 S06 Delivery

Laminated LowE3 Aluminum 2004 S

Laminated LowE3 Copper 2104 N

Impact Aluminum 2006  N N

Snowload Aluminum 2010  N A

Stain grade wood interior 
(Tempered LowE3) 

Aluminum 0004 Please call for availability. N

VSE skylight with an special order electric blind

New ordering code: Order with special order blind

VSE - C01 - 2004 + DMH - C01 - 5195
Model Size code Product code Model code Size Color code

Special order blinds
•	14 working day delivery

•	Not factory installed

•	Product is shipped separately

www.veluxusa.com
1-800-888-3589

•	 Blackout blinds or  light filtering blinds

•	 Flashing needed

•	 Tech specs

Need answers before you buy.

DMH
5195

DMH
1705

DMH
0705

DMH
3113

DMH
3009

DMH
3111

DMH
3131

DMH
5135

DMH
3003

DMH
3001

DMH
5145

DMH
0855

DMH
3004

DMH
3123

DMH
5155

DMH
1355

DMH
3006

DMH
3002

DMH
1455

DMH
2505

DMH
0605

DMH
3112

DMH
3101

DMH
3010

DMH
1655

DMH
3008

DMH
3007

DMH
3122

DMH
3011

DMH
3124

DMH
2655

DMH
1955

DMH
3005

DMH
2055

DMH
5265

DMH
3121

DMH
3132

DMH
3182

DMH
3183

DMH
3187

DMH
3186

DMH
3181

DMH
3180

New 
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Size code 
18.5°- 55°
4:12 - 17:12 M08 S06

Outside frame  (W” x H”) 30 5⁄8 x  
55

44 3⁄4 x    
46 3⁄8

Rough opening (W” x H”) 31 1⁄4 x  
55 1⁄2

45 1⁄4 x    
46 7⁄8

Glass type Exterior finish Product code M08 S06 Delivery

Laminated LowE3 Aluminum 3073G T

Description Roofing Material Roof pitch Product code M08 S06 Delivery

Step flashing 
with adhesive 
underlayment                    

Asphalt shingles, 
wood shakes or 
slate (up to 1/2” 
maximum thickness)

18.5°- 55° EDL 0000J T

High profile 
flashing with 
adhesive 
underlayment 

Tile   
(over 1/2 inch thickness)  18.5°- 55° EDW 0000 T

Blinds Product code M08 S06 Delivery

Manual blackout blinds DKL 1025 T

Manual venetian blinds PAL 7001 T

Manual Light filtering blinds RHL 1086 T

Manual awning charcoal net cloth MHL 5060 T

Insect screen      ZIL 0000 T

Size code 
35.25°- 53°

8.5:12 - 15:12

P19

Outside frame                                         (W” x H”) 37 1⁄16 x  
99 1⁄4

Rough opening                                       (W” x H”) 39 3⁄8 x  
101

Glass type Exterior finish Product code P19 Delivery

Laminated/Aluminum Aluminum 3073G T

Description Roofing material Product code P19 Delivery

Step flashing with adhesive 
underlayment                    

Asphalt shingles, 
wood shakes or 
slate (up to 1/2” maximum 
thickness)

EDL 0000J T

High profile flashing with 
adhesive underlayment Tile  (over 1/2 inch thickness) EDW 0000 Call

Blinds Product code P19 Delivery

Manual venetian blinds                  
Top eggshell white PAL P10 9150 T

Manual venetian blinds             
Bottom eggshell white PAL P04 9150 T

Manual Light filtering shade 
Opaque beige  
(Order two for CABRIO top and bottom sash)

RHL P00 1086 T

Top hinged roof windows - GPL
•	 Opens to a 45° angle to satisfy egress requirements for emergency escape

•	 Sash rotates inward for easy glass cleaning from inside

•	 Optional insect screen available

Balcony roof windows - GDL CABRIO™
•	 Dual-sash operation: Top opens for ventilation and bottom opens outward to create a roof balcony

•	 Top sash rotates inward for easy glass cleaning from inside

•	 Optional insect screen available
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Size code C01 C04 C06 C08 C12 M04 M06 M08 S01 S06

1 by 2 flashing configuration , , , , , , , , , , Delivery

EKL Low profile T

EKW High profile Call Call Call N/A N/A Call Call Call Call Call Call

1 by 3 flashing configuration , , , , , , , , , , Delivery

EKL Low profile T

EKW High profile Call Call Call N/A N/A Call Call Call Call Call Call

2 by 1 flashing configuration , , , , , , , , , , Delivery

EKL Low profile T

EKW High profile Call Call Call N/A N/A Call Call Call Call Call T

2 by 2 flashing configuration , , , , , , , , , , Delivery

EKL Low profile T

EKW High profile Call Call Call N/A N/A Call Call Call Call Call Call

2 by 3 flashing configuration , , , , , , , , , , Delivery

EKL Low profile T

EKW High profile Call Call Call N/A N/A Call Call Call Call Call Call

3 by 1 flashing configuration , , , , , , , , , , Delivery

EKL Low profile T

EKW High profile Call Call Call N/A N/A Call Call Call Call Call T

3 by 2 flashing configuration , , , , , , , , , , Delivery

EKL Low profile T

EKW High profile Call Call Call N/A N/A Call Call Call Call Call Call

4 by 1 flashing configuration , , , , , , , , , , Delivery

EKL Low profile T

EKW High profile Call Call Call N/A N/A Call Call Call Call Call T

Combi-flashings are not available for models FCM, VCM, VCE or QPF.

14° - 85°
3:12 - 137:12

Deck mounted skylight combi-flashing - EKL / EKW
•	 Must specify vertical gutter spacing when ordering. May be from 21⁄2” to 12” in 1⁄2” 

increments. Combi-flashings with gutters 8” or wider have additional charges. Call for more 
Combi-flashing options.

•	 Type EKL works with groupings on low-profile roofing materials such as shingles and shakes.

•	 Type EKW works with groupings on high-profile roofing materials such as tile or corrugated 
metal roofing. Only 4”spacing is available.

•	 Many other combinations can be made beyond what is listed in the below chart. Call 
customer service for more information.

•	 Only the 2.5”, 3”, 3.5” and 4” gutters will be stocked; all other widths are special order only 
and carry a 15 day production time.

EKL - A21
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Size code 
0° - 60°

0:12 - 20:12
1430 1446 2222 2230 2234 2246 2270 3030 3046 3434 4646

Inside curb                                                  (W” x H”) 14 1⁄2 x 
30 1⁄2

14 1⁄2 x 
46 1⁄2

22 1⁄2 x 
22 1⁄2

22 1⁄2 x 
30 1⁄2

22 1⁄2 x 
34 1⁄2

22 1⁄2 x 
46 1⁄2

22 1⁄2 x 
70 1⁄2

30 1⁄2 x 
30 1⁄2

30 1⁄2 x 
46 1⁄2

34 1⁄2 x 
34 1⁄2

46 1⁄2 x 
46 1⁄2

Outside curb                                               (W” x H”) 17 1⁄2 x 
33 1⁄2

17 1⁄2 x 
49 1⁄2

25 1⁄2 x 
25 1⁄2

25 1⁄2 x 
33 1⁄2

25 1⁄2 x 
37 1⁄2

25 1⁄2 x 
49 1⁄2

25 1⁄2 x 
73 1⁄2

33 1⁄2 x 
33 1⁄2

33 1⁄2 x 
49 1⁄2

37 1⁄2 x 
37 1⁄2

49 1⁄2 x 
49 1⁄2

Maximum skylight 
clearance                                              (W” x H”) 18 5⁄8 x 

34 5⁄8

18 5⁄8 x 
50 5⁄8

26 5⁄8 x 
26 5⁄8

26 5⁄8 x 
34 5⁄8

26 5⁄8 x 
38 5⁄8

26 5⁄8 x 
50 5⁄8

26 5⁄8 x 
74 5⁄8

34 5⁄8 x 
34 5⁄8

34 5⁄8 x 
50 5⁄8

38 5⁄8 x 
38 5⁄8

50 5⁄8 x 
50 5⁄8

Glass type Exterior 
finish

Product 
code 1430 1446 2222 2230 2234 2246 2270 3030 3046 3434 4646 Delivery

Tempered LowE3 Aluminum 0005  T  T S

Laminated LowE3 Aluminum 0004 T  T  T  T S

Impact Aluminum 0006 Call Call  T Call Call  T Call Call Call Call  T N

White laminated Aluminum 0008 Call Call  B Call Call  B Call Call Call  B  B N

Miami-Dade Aluminum 0007 Call Call  T Call Call  T N/A Call Call Call  T N

Maximum skylight clearance

Accessories - Page 30

Fixed curb mounted no leak skylights - FCM
•	 No designated top, bottom or sides so you can install the skylight in whatever 

direction you want

•	 Maintenance free exterior

•	 Impact glass and Miami-Dade glass available for hurricane prone areas

•	 White laminated glass available for applications where diffused lighting is required

Custom size fixed curb mounted skylights - Custom FCM

Sample ordering code: 
Order without blinds

FCM - 1430 - 0005
Model Size Product code

Flashing systems
The flashings below are only to be used with the No Leak Skylight manufactured after 01/01/2010.  Call for older model flashing options.   

No Leak warranty requires the purchase and correct installation of the recommended flashing.

Description Roofing material Roof pitch Product code 1430 1446 2222 2230 2234 2246 2270 3030 3046 3434 4646 Delivery

Step flashing with adhesive 
underlayment                    

Asphalt shingles, wood 
shakes and  flat tile (under 
3/4 inch thickness)

10°-60° ECL 0000C S

High profile flashing with 
adhesive underlayment  Tile  (over 3/4 inch thickness) 15°-60° ECW 0000C S

Skylights available to fit curbs including flashing 
that have a maximum clearance dimension of 183⁄4” 
- 503⁄4” wide by 183⁄4” - 72” long with a 12 day 
production time plus transportation time.

We require maximum skylight clearance dimensions  
in 1⁄4” increments (0, 1⁄4, 1⁄2, 3⁄4) for width and height.  

Note: Custom size flashing kits and custom size 
blinds are not available.Custom size

Please call for availability.
1-800-888-3589

No Leak  
Warranty

For complete information visit  
www.thenoleakskylight.com

VELUX flashing  
required.
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Available blinds for the standard sized FCM  (ordered separately -not factory installed) For models manufactured after January 1, 2010

www.veluxusa.com
1-800-888-3589

•	 Blackout blinds or  light filtering blinds

•	 Flashing needed

•	 Tech specs

Need answers before you buy.

Accessory tray needed for blind installation for fixed curb mounted skylights (ZZZ 199)

In-stock: Blind colors (2 - 4 working day delivery)
Light filteringBlackout Venetian

Venetian blinds: Adjusts the light. Reduces light by 74%. Adjust direct light in any direction. Maintain view to the outdoors.

Special order: Blind colors (14 working day delivery and shipped separately)

Light filtering blinds: Diffuses the light. Controls direct sunlight and glare. Provides basic privacy. 

Blackout blinds: Blocks the light. Less than 2% of light enters the room.  Provides the best privacy.  

4070 4100 4120 4110 4111 4122 0710 4077 4069 4000 4080 4121 4112 4073 1850

4066 4123 4071 4074 4102 4078 2350 0650 4060 4124 4076 4101 4079 4072 0310

4081 4103 4082 1952

Order a blind: Order code

DKC - 2222 - 1025
Model code Size Color code

Blinds Model code In-stock Model code Special order

Manual blackout blind DKC DKC

Manual light filtering blind RFC RFC

Manual venetian blind PAC PAC

Solar blackout blind DSC DSC

Solar light filtering blind RSC RSC

  

Already have an older  
pre-existing FCM that 
needs blinds. See blind 
section beginning with 
page 28 for how to get 
a set of blinds for your 
VELUX skylights. 

9150 7015 4459 7013 7014 7010 7012 7011

1025 1085 1100 3184 3185 1028 1086 9050 7001

Blind accessories Model 
number 1430 1446 2222 2230 2234 2246 2270 3030 3046 3434 4646 Delivery

Accessory tray ZZZ 199 N/A N/A N/A S

5195 1705 0705 3113 3009 3111 3131 5135 3003 3001 5145 0855 3004 3123 5155

1355 3006 3002 1455 2505 0605 3112 3101 3010 1655 3008 3007 3122 3011 3124

2655 1955 3005 2055 5265 3121 3132 3182 3183 3187 3186 3181 3180
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Accessories - Page 30

Venting curb mounted no leak skylight - VCM
•	 White, maintenance free frame and sash

•	 Factory installed blinds available

•	 VCM can be installed flat at 0 degrees roof pitch

•	 Insect screen and operator hook included

VCM skylight with an in-stock solar powered blind

Blackout blinds Light filtering blinds
Blocks the light. Less than 2% of light enters the 
room.  Provides the best privacy. 

Diffuses the light. Controls direct sunlight 
and glare.  Provides basic privacy.

VCM
Size code 0° - 60°

0:12 - 20:12
2222 2234 2246 3030 3046 3434 4646

Inside curb                                                  (W” x H”) 22 1⁄2 x 22 1⁄2 22 1⁄2 x 34 1⁄2 22 1⁄2 x 46 1⁄2 30 1⁄2 x 30 1⁄2 30 1⁄2 x 46 1⁄2 34 1⁄2 x 34 1⁄2 46 1⁄2 x 46 1⁄2

Outside curb                                               (W” x H”) 25 1⁄2 x 25 1⁄2 25 1⁄2 x 37 1⁄2 25 1⁄2 x 49 1⁄2 33 1⁄2 x 33 1⁄2 33 1⁄2 x 49 1⁄2 37 1⁄2 x 37 1⁄2 49 1⁄2 x 49 1⁄2

Maximum skylight 
clearance                                            (W” x H”) 26 9⁄16 x 269⁄16 26 9⁄16 x 389⁄16 26 9⁄16 x 509⁄16 34 9⁄16 x 349⁄16 34 9⁄16 x 50 9⁄16 38 9⁄16 x 389⁄16 50 9⁄16 x 509⁄16

Glass type Exterior 
finish

Product 
code 2222 2234 2246 3030 3046 3434 4646 Delivery

Tempered LowE3 Aluminum 2005 T

Laminated LowE3 Aluminum 2004 S

Impact Aluminum 2006 Please call for availability N

White laminated Aluminum 2008  A Call  A Call Call Call  A N

Sample ordering code: 
Order without blinds

VCM - 2222 - 2005
Model Size Product code

New
blind 
code

Glass type Exterior 
finish

Product 
code 2222 2234 2246 3030 3046 3434 4646 Delivery

Tempered LowE3 Aluminum 2005 T

Laminated LowE3 Aluminum 2004 S

VCM - 2222 - 2005 + DS00
Model Size code Product code Blind code

Factory installed blinds available
(Free installation with in-stock blinds)

New ordering code: 
Order with factory installed blinds

No Leak  
Warranty

For complete information visit  
www.thenoleakskylight.com

VELUX flashing  
required.

DS00 DS01 DS02 DS11 DS12 RS00 RS01 RS02
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VCM - 2222 - 2005 + DS00
Model Size code Product code Blind code

In-stock: Blind colors (2 - 4 working day delivery)
Light filteringBlackout

Flashing systems

Available blinds for the VCM (ordered separately -not factory installed) For models manufactured after January 1, 2010

Special order: Blind colors (14 working day delivery and shipped separately)

Light filtering blinds: Diffuses the light. Controls direct sunlight and glare. Provides basic privacy. 

Blackout blinds: Blocks the light. Less than 2% of light enters the room.  Provides the best privacy.  

4070 4100 4120 4110 4111 4122 0710 4077 4069 4000 4080 4121 4112 4073 1850

4066 4123 4071 4074 4102 4078 2350 0650 4060 4124 4076 4101 4079 4072 0310

4081 4103 4082 1952

Blinds Model code In-stock Model code Special order

Solar blackout blind DSC DSC

Solar light filtering blind RSC RSC

  

*Please check the dealer terms and conditions for all restrictions.

Already have an older  
pre-existing VCM that 
needs blinds. See blind  
section beginning with 
page 28 for how to get 
a set of blinds for your 
VELUX skylights. 

The flashings below are only to be used with the No Leak Skylight manufactured after 01/01/2010.  Call for older model flashing options.   
No Leak warranty requires the purchase and correct installation of the recommended flashing.

Description Roofing material Roof pitch Product code 2222 2234 2246 3030 3046 3434 4646 Delivery

Step flashing with adhesive 
underlayment                    

Asphalt shingles, wood shakes 
and  flat tile (under 3/4 inch thickness)

10°-60° ECL 0000C S

High profile flashing with 
adhesive underlayment  Tile  (over 3/4 inch thickness) 15°-60° ECW 0000C S

Order a blind: Order code

DSC - 2222 - 1025
Model code Size Color code

www.veluxusa.com
1-800-888-3589

•	 Blackout blinds or  light filtering blinds

•	 Flashing needed

•	 Tech specs

Need answers before you buy.

5195 1705 0705 3113 3009 3111 3131 5135 3003 3001 5145 0855 3004 3123 5155

1355 3006 3002 1455 2505 0605 3112 3101 3010 1655 3008 3007 3122 3011 3124

2655 1955 3005 2055 5265 3121 3132 3182 3183 3187 3186 3181 3180

1025 1085 1100 3184 3185 1028 1086 9050
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Flashing systems

Electric venting curb mounted no leak skylight - VCE
•	 New for 2012, factory installed blind included in the unit

•	 Package includes remote control and insect screen

•	 Rain sensors automatically close the window

•	 Single hard wire connects to a standard junction box

•	 White, maintenance free frame and sash

VCE skylight with an electric blind

New ordering code:
Order with factory installed blind

VCE - 2222 - 2005 + DM00
Model Size code Product code Blind code

Factory installed blinds

The flashings below are only to be used with the No Leak Skylight manufactured after 01/01/2010.  Call for older model flashing options.   
No Leak warranty requires the purchase and correct installation of the recommended flashing.

Description Roofing material Roof pitch Product code 2222 2234 2246 3030 3046 3434 4646 Delivery

Step flashing with adhesive 
underlayment                    

Asphalt shingles, wood shakes 
and  flat tile (under 3/4 inch thickness)

10°-60° ECL 0000C S

High profile flashing with 
adhesive underlayment  Tile  (over 3/4 inch thickness) 10°-60° ECW 0000C S

Accessories - Page 30

No Leak  
Warranty

For complete information visit  
www.thenoleakskylight.com

VELUX flashing  
required.

Blackout blinds Light filtering blinds
Blocks the light. Less than 2% of light enters the 
room.  Provides the best privacy. 

Diffuses the light. Controls direct sunlight 
and glare.  Provides basic privacy.

New
blind 
code

DM00 DM01 DM02 DM11 DM12 RM00 RM01 RM02

FS
R

ep
la

ce
m

en
t 

FS
V

S
V

S
E

G
P

L 
/ G

D
L

C
om

bi
- 

fl
as

hi
ng

FC
M

 V
C

M
V

C
E

Q
P

F 
 T

G
R

 / 
T

S
R

 /
 

T
M

R
 /

T
LR

 T
C

R
/ T

M
F/

 
TG

F
C

M
 / 

C
A

P
C

V
A

 / 
C

M
A

C
om

m
er

ci
al

  
TC

R
B

lin
ds

A
cc

es
so

ri
es

O
ld

er
 m

od
el

op
ti

on
s

New 

VCE
Size code 0° - 60°

0:12 - 20:12
2222 2234 2246 3030 3046 3434 4646

Inside curb                                     (W” x H”) 22 1⁄2 x 22 1⁄2 22 1⁄2 x 34 1⁄2 22 1⁄2 x 46 1⁄2 30 1⁄2 x 30 1⁄2 30 1⁄2 x 46 1⁄2 34 1⁄2 x 34 1⁄2 46 1⁄2 x 46 1⁄2

Outside curb                                 (W” x H”) 25 1⁄2 x 25 1⁄2 25 1⁄2 x 37 1⁄2 25 1⁄2 x 49 1⁄2 33 1⁄2 x 33 1⁄2 33 1⁄2 x 49 1⁄2 37 1⁄2 x 37 1⁄2 49 1⁄2 x 49 1⁄2

Maximum skylight 
clearance                                           (W” x H”) 269⁄16 x 269⁄16 269⁄16 x 389⁄16 26 9⁄16 x 509⁄16 34 9⁄16 x 349⁄16 34 9⁄16 x 50 9⁄16 38 9⁄16 x 389⁄16 50 9⁄16 x 509⁄16

Glass type Exterior 
finish

Product 
code 2222 2234 2246 3030 3046 3434 4646 Delivery

Laminated LowE3 Aluminum 2004 S

Impact Aluminum 2006 Not available with factory installed blinds. 
Please call for availability. N

White laminated Aluminum 2008 Not available with factory installed blinds. 
Please call for availability. N
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VCE
Size code 0° - 60°

0:12 - 20:12
2222 2234 2246 3030 3046 3434 4646

Inside curb                                     (W” x H”) 22 1⁄2 x 22 1⁄2 22 1⁄2 x 34 1⁄2 22 1⁄2 x 46 1⁄2 30 1⁄2 x 30 1⁄2 30 1⁄2 x 46 1⁄2 34 1⁄2 x 34 1⁄2 46 1⁄2 x 46 1⁄2

Outside curb                                 (W” x H”) 25 1⁄2 x 25 1⁄2 25 1⁄2 x 37 1⁄2 25 1⁄2 x 49 1⁄2 33 1⁄2 x 33 1⁄2 33 1⁄2 x 49 1⁄2 37 1⁄2 x 37 1⁄2 49 1⁄2 x 49 1⁄2

Maximum skylight 
clearance                                           (W” x H”) 269⁄16 x 269⁄16 269⁄16 x 389⁄16 26 9⁄16 x 509⁄16 34 9⁄16 x 349⁄16 34 9⁄16 x 50 9⁄16 38 9⁄16 x 389⁄16 50 9⁄16 x 509⁄16

Glass type Exterior 
finish

Product 
code 2222 2234 2246 3030 3046 3434 4646 Delivery

Laminated LowE3 Aluminum 2004 S

Impact Aluminum 2006 Please call foravailability N

White laminated Aluminum 2008 Please call foravailability N

VCE - 2222 - 2005 + DM00
Model Size code Product code Blind code

Light filtering blinds: Diffuses the light. Controls direct sunlight and glare. Provides basic privacy. 

Blackout blinds: Blocks the light. Less than 2% of light enters the room.  Provides the best privacy.  

RMC
4070

RMC
4100

RMC
4120

RMC
4110

RMC
4111

RMC
4122

RMC
0710

RMC
4077

RMC
4069

RMC
4000

RMC
4080

RMC
4121

RMC
4112

RMC
4073

RMC
1850

RMC
4066

RMC
4123

RMC
4071

RMC
4074

RMC
4102

RMC
4078

RMC
2350

RMC
0650

RMC
4060

RMC
4124

RMC
4076

RMC
4101

RMC
4079

RMC
4072

RMC
0310

RMC
4081

RMC
4103

RMC
4082

RMC
1952

Already have an older  
pre-existing VCE that 
needs blinds. See blind 
section beginning with 
page 28 for how to get 
a set of blinds for your 
VELUX skylights. 

VCE skylight with an special order electric blind

New ordering code: Order with special order blind

VCE - 2222 - 2004 + DMC - 2222 - 5195
Model Size code Product code Model code Size Color code

Special order blinds
•	14 working day delivery

•	Not factory installed 

•	Product is shipped separately

www.veluxusa.com
1-800-888-3589

•	 Blackout blinds or  light filtering blinds

•	 Flashing needed

•	 Tech specs

Need answers before you buy.

New 

DMC
5195

DMC
1705

DMC
0705

DMC
3113

DMC
3009

DMC
3111

DMC
3131

DMC
5135

DMC
3003

DMC
3001

DMC
5145

DMC
0855

DMC
3004

DMC
3123

DMC
5155

DMC
1355

DMC
3006

DMC
3002

DMC
1455

DMC
2505

DMC
0605

DMC
3112

DMC
3101

DMC
3010

DMC
1655

DMC
3008

DMC
3007

DMC
3122

DMC
3011

DMC
3124

DMC
2655

DMC
1955

DMC
3005

DMC
2055

DMC
5265

DMC
3121

DMC
3132

DMC
3182

DMC
3183

DMC
3187

DMC
3186

DMC
3181

DMC
3180
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Pan-flashed skylight -QPF
•	 Pre-installed metal pan-flashed design for use with roofing sealant based installation on 

thin roofing materials like asphalt shingles.

•	 Prefinished white frames for faster installation.

•	 Pre-installed Pick & Click™ brackets for blinds.

•	 Welded and painted flashing joints for strength and durability. 

QPF skylight with an in-stock manual blind

QPF skylight with an in-stock solar powered blind

Blackout blinds 

Blackout blinds 

Light filtering blinds

Light filtering blinds

Venetian blinds
Blocks the light. Less than 2% of light enters the 
room.  Provides the best privacy. 

Blocks the light. Less than 2% of light enters the 
room.  Provides the best privacy. 

Adjusts the light. Reduces light by 74%. Adjust direct 
light in any direction. Maintain view to the outdoors.

Diffuses the light. Controls direct sunlight 
and glare.  Provides basic privacy.

Diffuses the light. Controls direct sunlight 
and glare.  Provides basic privacy.

QPF 
Size code 14° - 60°

3:12 - 20:12
2222 2230 2246 3030 3046 4646

Outside frame                                          (W” x H”) 24 3⁄16 x 24 3⁄16 24 3⁄16 x 32 3⁄16 24 3⁄16 x 48 3⁄16 32 3⁄16 x 32 3⁄16 32 3⁄16 x 48 3⁄16 48 3⁄16 x 48 3⁄16

Rough opening / 
Finished frame  (W” x H”) 22 1⁄2 x 22 1⁄2 22 1⁄2 x 30 1⁄2 22 1⁄2 x 46 1⁄2 30 1⁄2 x 30 1⁄2 30 1⁄2 x 46 1⁄2 46 1⁄2 x 46 1⁄2

Glass type Exterior 
finish

Product 
code 2222 2230 2246 3030 3046 4646 Delivery

Tempered LowE3  Aluminum 2005 S

Laminated LowE3 Aluminum 2004 S

Impact  Aluminum 2006  T  T  T N

White laminated Aluminum 2008 Please call for availability N

New ordering code: 
Order with factory installed blinds

New ordering code: 
Order with factory installed blinds

Sample ordering code:
Order without blinds

QPF - 2222 - 2004 + DK00
Model Size code Product code Blind code

QPF - 2222 - 2004
Model Size Product code

New
blind 
code

New
blind 
code

Glass type Exterior 
finish

Product 
code 2222 2230 2246 3030 3046 4646 Delivery

Tempered LowE3 Aluminum 2005 S

Laminated LowE3 Aluminum 2004 S

DS00 DS01 DS02 DS11 DS12 RS00 RS01 RS02

Glass type Exterior 
finish

Product 
code 2222 2230 2246 3030 3046 4646 Delivery

Tempered LowE3 Aluminum S

Laminated LowE3 Aluminum S

QPF - 2222 - 2004 + DS00
Model Size code Product code Blind code

Factory installed blinds available
(Free installation with in-stock blinds)

DK00 DK01 DK02 DK11 DK12 RF00 RF01 RF02 PA00
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In-stock: Blind colors (2 - 4 working day delivery)
Light filteringBlackout Venetian

Venetian blinds: Adjusts the light. Reduces light by 74%. Adjust direct light in any direction. Maintain view to the outdoors.

Available blinds for the QPF (ordered separately -not factory installed) For models manufactured after January 1, 2010

Special order: Blind colors (14 working day delivery and shipped separately)

Light filtering blinds: Diffuses the light. Controls direct sunlight and glare. Provides basic privacy. 

Blackout blinds: Blocks the light. Less than 2% of light enters the room.  Provides the best privacy.  

4070 4100 4120 4110 4111 4122 0710 4077 4069 4000 4080 4121 4112 4073 1850

4066 4123 4071 4074 4102 4078 2350 0650 4060 4124 4076 4101 4079 4072 0310

4081 4103 4082 1952

Order a blind: Order code

DKC - 2222 - 1025
Model code Size Color code

Blinds Model code In-stock Model code Special order

Manual blackout blinds DKC DKC

Manual light filtering blinds RFC RFC

Manual venetian blinds PAC PAC

Solar blackout blinds DSC DSC

Solar light filtering blinds RSC RSC

  

Already have an older  
pre-existing QPF that 
needs blinds. See blind 
section beginning with 
page 28 for how to get 
a set of blinds for your 
VELUX skylights. 

9150 7015 4459 7013 7014 7010 7012 7011

www.veluxusa.com
1-800-888-3589

•	 Blackout blinds or  light filtering blinds

•	 Flashing needed

•	 Tech specs

Need answers before you buy.

5195 1705 0705 3113 3009 3111 3131 5135 3003 3001 5145 0855 3004 3123 5155

1355 3006 3002 1455 2505 0605 3112 3101 3010 1655 3008 3007 3122 3011 3124

2655 1955 3005 2055 5265 3121 3132 3182 3183 3187 3186 3181 3180

1025 1085 1100 3184 3185 1028 1086 9050 7001
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New 

•	 Package includes dome, shingle/shake roof flashing, tunnel, two adjustable elbows, ceiling ring and diffuser.
•	 Flashings for tile roofs are available.
•	 Light kit allows you to use the skylight as an extra light source even at night.

Size code 
14° - 60°

3:12 - 20:12
010 014

Rough opening                                           10” 
Diameter

14” 
Diameter

Rigid tubing length with kit
(Subtract approximately 6” for flashing)

48” 48”

Maximum recommended installation length 20’ 20’

Dome / flashing Model 
number

Product 
code , , Delivery

Acrylic dome                                             
Shingle / shake roof TMR 0000 S

Impact dome   
Shingle / shake roof TMR 1000 T

Accessories Model number , , Delivery

Lovegrove chandelier ZTB S1001 N/A T

Blackout shade ZTK S

Universal electric light kit ZTL 114 S

2 ft rigid tunnel extension ZTR 2’ S

4 ft rigid tunnel extension ZTR 4’ T

6 ft rigid tunnel extension ZTR 6’ T

10 ft rigid tunnel extension ZTR 10’ T

20 ft rigid tunnel extension ZTR 20’ T

Tile kit for pitched  
flashing units ZTM 000050 T

61⁄2” high turret ZTA T

Size code 
14° - 60°

3:12 - 20:12
010 014

Rough opening                                           10” 
Diameter

14” 
Diameter

Rigid tubing length with kit
(Subtract approximately 6” for flashing)

48” 48”

Maximum recommended installation length 20’ 20’

Dome / flashing Model 
number

Product 
code , , Delivery

Acrylic dome                                            
Shingle / shake roof TGR 0000 S

Impact dome                                             
Shingle / shake roof TGR 1000 T

Acrylic dome                                              
Shingle / shake roof (plastic 
and metal flashing)

TSR 0000 N/A T

Accessories Model number , , Delivery

Lovegrove chandelier ZTB S1001 N/A T

Blackout shade ZTK S

Universal electric light kit ZTL 114  * S

2 ft rigid tunnel extension ZTR 2’ S

4 ft rigid tunnel extension ZTR 4’ T

6 ft rigid tunnel extension ZTR 6’ T

10 ft rigid tunnel extension ZTR 10’ T

20 ft rigid tunnel extension ZTR 20’ T

61⁄2” high turret ZTA  * T

TMR Rigid pitched flashing unitsTGR / TSR Rigid low profile flashing units

* Not available for TSR 

•	 Low profile glass design creates sleek appearance on roof line with thin roofing 
materials like asphalt shingles.

•	 Perfect for developments where local ordinances do not allow acrylic domes on the roof. 
•	 Package includes flat glass, shingle/shake roof flashing, rigid tunnel, two 

adjustable elbows, ceiling ring and diffuser.

•	 Package includes dome, curb flashing, tunnel, two elbows, and a dual frosted 
ceiling assembly.  

•	 For flat and low sloped roof applications
•	 The optional light kit provides light on demand.

TLR
Size code 14° - 60°

3:12 - 20:12
014

Rough opening                                           14” Diameter

Rigid tubing length with kit 48"

Maximum recommended installation length 20'

Dome / flashing Model 
number

Product 
code , Delivery

Flat glass shingle/ 
Shake roof TLR 2000 S

Accessories Model number , Delivery

Lovegrove chandelier ZTB S1001 T

Blackout shade ZTK S

Universal electric light kit ZTL 114 S

2 ft rigid tunnel extension ZTR 2' S

4 ft rigid tunnel extension ZTR 4' T

6 ft rigid tunnel extension ZTR 6' T

10 ft rigid tunnel extension ZTR 10' T

20 ft rigid tunnel extension ZTR 20' T

TCR
Size code 0° - 30°

0:12 - 20:12
014

Rough opening                                           14” Diameter

Rigid tubing length with kit 48"

Maximum recommended installation length 20'

Dome / flashing Model 
number

Product 
code , Delivery

Acrylic dome                                            
Metal / flat/ shingle roof TCR  0000 T

Accessories Model number , Delivery

Lovegrove chandelier ZTB S1001 T

Blackout shade ZTK S

Universal electric light kit ZTL 114 S

2 ft rigid tunnel extension ZTR 2' S

4 ft rigid tunnel extension ZTR 4' T

6 ft rigid tunnel extension ZTR 6' T

10 ft rigid tunnel extension ZTR 10' T

20 ft rigid tunnel extension ZTR 20' T

TLR Rigid low profile flashing units TCR Rigid curb flashing units

Rigid SUN TUNNEL™ skylights - TMR / TGR / TSR

Rigid SUN TUNNEL™ skylights 
with glass lens - TLR

Rigid curb SUN TUNNEL™  
skylights - TCR

Sample ordering code: 

TMR - 010 - 0000
Model Diameter Product code
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•	 Package includes dome, shingle/shake roof flashing, flexible tunnel, ceiling ring and diffuser.
•	 Flashings for tile roofs are available.
•	 Light kit allows you to use the skylight as an extra light source even at night.

Size code 
14° - 60°

3:12 - 20:12
014

Rough opening                                           14” Diameter

Flexible tubing length with kit 8’

Maximum recommended installation length 8’

Dome / flashing Model 
number

Product 
code , Delivery

Acrylic dome                                        
Shingle / shake roof TMF 0000 S

Impact dome                                                
Shingle / shake roof TMF 1000 T

Accessories Model number , Delivery

Lovegrove chandelier ZTB S1001 T

Blackout shade ZTK S

Universal electric light kit ZTL 114 S

10 ft flexible tunnel 
extension ZTF 10' S

Tile kit for pitched flashing 
units ZTM 000050 T

6 1⁄2" high turret ZTA T

Size code 
14° - 60°

3:12 - 20:12
014 021

Rough opening                                           14” 
Diameter 21” Diameter

Flexible tubing length with kit 8’ 6’

Maximum recommended installation length 8’ 12’

Dome / flashing Model 
number

Product 
code , , Delivery

Acrylic dome                                                 
Shingle / shake roof TGF 0000 S

Impact dome                                                 
Shingle / shake roof TGF 1000 T

Accessories Model number , , Delivery

Lovegrove chandelier ZTB S1001 N/A T

Blackout shade ZTK N/A S

Universal electric light kit ZTL 114 N/A S

Universal electric light kit ZTL 122 N/A S

10 ft flexible tunnel 
extension ZTF 10' N/A S

12 ft flexible tunnel 
extension ZTF 12' N/A S

Tile kit with skirt ZTG 0000 N/A T

Tile kit with skirt and turret ZTG S00001 N/A S

6 1⁄2" high turret ZTA T

TMF Flexible pitched flashing units TGF Flexible low profile flashing units

Flexible SUN TUNNEL™ skylights - TMF / TGF

Blinds for SUN TUNNEL™  
skylights - ZTK

Lovegrove chandelier for the 
SUN TUNNEL™ skylights - ZTB

Blackout shade for the SUN TUNNEL skylight Light control device for the SUN TUNNEL skylight

Sample ordering code: 

TMR - 010 - 0000
Model Diameter Product code
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Ceiling components , / Delivery

TCR 022 E2 Ceiling kit  
Round-to-square adapter box, diffuser assembly, hardware /T

TCR 022 P2 Ceiling kit                                                                      
Two steel fastening rings, bottom flex elbow, round-to-square adapter box, 
diffuser assembly, hardware

 / T

TCR 022 0000P4  22" Prismatic open ceiling diffuser                     
Includes one 22" prismatic diffuser assembly, gasket, and screws  / T

P1

P3

P2E2 ZTK 

ZTR

Q1

•	  Distance is from roofline to ceiling.  12” has already been subtracted for curb height and flashing overlap with collar.

•	 Run length calculated based on vertical drop .

•	  Run length accounts for standard 2” overlap between components.

•	 Effective lighting area: up to 400 square feet.

•	 Tunnel has a 22” diameter.

0° - 30°
0:12 - 7.5:12

TCR Commercial SUN TUNNEL™ skylight

TCR 022 000065Q1
8” Flashing height

TCR 022 000090Q1
101⁄2” Flashing height

TCR 022 P1
31” by 31” curb flashing

TCR 022 P3
32”- 60” telescopic 
rigid tunnel

TCR 022 P2 
33” in length ceiling kit

TCR 022 E2 
9” in tall ceiling kit

ZTR 022 00002
24” extension/ assembled ZTR 022 0010

Five 2’ sections of 22” 
tunnel assembly required

TCR 022 0000P4
Prismatic open ceiling diffuser  

Roof Flashing , / Delivery

TCR 022 P1 Curb flashing kit                                             
 Dome, flashing, top elbow, hardware, tape  / T

TCR 022 65Q1 Self flashing kit                                              
Dome, flashing, top elbow, hardware, tape (8" flashing height)  / T

TCR 022 90Q1 Self flashing kit                                               
Dome, flashing, top elbow, hardware, tape (10.5" flashing height)  / T

Tunnel Components , / Delivery

TCR 022 P3 Tunnel kit 32"-60" telescopic rigid tunnel                                                                
5' telescopic tunnel, hardware, tape  / T

ZTR 022 0002  24" extension
Includes one 24" tunnel, two screws, and tape  / T

ZTR 022 0010 Five 2' sections of 22" 98%+ reflective tunnel
Includes 10' of 22" tunnel, screws, and tape, assembly required  / T
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Roof 
flashing

Tunnel 
components

TCR 
accessories

Ceiling 
components

Run length 3ft 4 - 6ft 7 - 8ft 9 - 10ft

Using P1 flashing.

Using Q1 self 
flashed curb

New TCR 14” Curb commercial SUN TUNNEL™ skylight kit

TCR accessories , / Delivery

ZTK 022   
Daylight controller                                           
*Requires 24 DC power supply 

 / T

KES 160  
Power Supply        
One power supply can power at least 10 ZTK light controllers

/T

ZTE 022  
22" Elbow 34" in length                                                       
Upper/lower elbow with extension and 1/4" flange 

 / T

Complete  curb kit  accessories , / Delivery

ZTR 014 0002A  
2' Rigid Extension/14" Tunnel  / S

ZTR 014 0004A  
4' Rigid Extension/14" Tunnel  / T

ZTR 014 0006A 
6' Rigid Extension/14" Tunnel  / T

ZTR 014 00010A  
10' Rigid Extension/14" Tunnel  / T

ZTR 014 00020A  
20' Rigid Extension/14" Tunnel  / T

ZTK 022
Daylight controller  

TCR 014
14” Complete curb kit

ZTE 022
22” Elbow 34” in length

KES 160
Power Supply

Run length examples. 

P1 P1 P1 P1

P4

ZTE 022 ZTE 022 ZTE 022

ZTR 022 P3

E2 E2 E2

Complete curb kit , / Delivery

TCR 014 0000  14" Curb Flashing Kit                                                                            
Package includes dome, curb flashing, tunnel, two elbows, and a dual frosted 
ceiling assembly. 

 / T

0° - 30°
0:12 - 7.5:12
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CM / CAP Custom commercial skylights

Utilizing quality commercial skylights from VELUX is the best way to bring natural light into a commercial or 
industrial space. VELUX commercial skylights provide high levels of visible light transmittance and create inviting 
spaces. Each CM and CAP skylight is completely customizable with all of the options and features you would 
expect from the leader in skylights. Call 1-888-878-3589 for more information.

•	 Neutral gray color

•	 Acrylic glazings available in 
clear over clear, clear over 
white, white over clear, or 
bronze over clear*

•	 Polycarbonate glazing 
available.

•	 Curb heights of 4”, 6”, 9”, 12” 
and 16” available on CAP 
models

•	 Termination trim available to 
ease  installation on CAP 
models

•	 Wide range of OSHA 
compliant skylights available. 

•	 Advanced weep system 
minimizes condensation

•	 Optional  louvers in CAP 
models provides ventilation 
without opening

0° - 60°
0:12 - 20:12

* Glass skylights are recommended for residential  
type applications. 

CAP domeCM dome

CM hip ridge CM pyramid

SFG fall protection screen
Patented system that provides fall protection 
without penetrating the skylight

CAP pyramidCAP hip ridge

Custom commercial sizes

Skylights available to fit custom sizes available up  
to 102” wide x 150” long with a 15 day production time 
including transportation time.

VELUX requires outside curb dimensions for CMs and  
rough opening  dimensions for CAPs.

Outside curb dimension 
(including flashing)

Rough opening 
dimension

CM CAP
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Size code

  
2525

  
2533

  
2549

  
3333

  
3725

  
3737

   
3749

  
4933

  
4949

Outside curb (W” x H”) 251⁄2 x 
251⁄2

251⁄2 x 
331⁄2

251⁄2 x 
491⁄2

331⁄2 x 
331⁄2

371⁄2 x 
251⁄2

371⁄2 x 
371⁄2

371⁄2 x 
491⁄2

491⁄2 x 
331⁄2

491⁄2 x 
491⁄2 

Glazings Model 
number

Product 
code , / Delivery , / Delivery , / Delivery , / Delivery , / Delivery , / Delivery , / Delivery , / Delivery , / Delivery

CMA Clear over clear CMA 2004 /S /R /S /S /R /R /R /R /S

CMA Bronze over clear CMA 2004B /R /R /R /R /R /R /R /R /R

CMA Clear over white CMA 2004W /R /R /R /R /R /R /R /R /R

CMA White over clear CMA 2004T /R /R /R /R /R /R /R /R /R

Size code

  
2549

  
3333

  
3725

  
4949

Outside curb (W” x H”) 251⁄2 x  
491⁄2

331⁄2 x  
331⁄2

371⁄2 x  
251⁄2

491⁄2 x  
491⁄2 

Glazings Model 
number

Product 
code , / Delivery , / Delivery , / Delivery , / Delivery

CVA Clear over clear CVA 2304 /R /R /R /R

CVA Bronze over clear CVA 2304B /R /R /R /R

CVA Clear over white CVA 2304W /R /R /R /R

CVA White over clear CVA 2304T /R /R /R /R

CVA Roof hatch skylights
•	 Provides the benefit of natural light and ventilation along with roof access

•	 Egress hardware and chains allow the skylight to completely open without damaging the dome.

•	 Insect screen  and operator hook are included
0° - 60°
0:12 - 20:12

CMA Commercial curb mounted skylights
•	 Model CMA can be installed horizontally and vertically

•	 CMA custom sizes are available up to 8.5’ x 12.5’

•	 Neutral gray finished frame and white PVC interior for a maintenance free design

•	 Thermal break standard

0° - 60°
0:12 - 20:12
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Ordering a blind for a skylight

Determine the model, size, and  
production code of your skylight. 

Model Size Production code

Order a blind with the right order code. You will need to provide the 
model code, size code of the skylight, and color code of your blind. 

DMH - S06 - 5195
Model code Size Color code

Blinds for the VSE

Blinds for the VCE

Blinds for the QPF

Blinds Model code In-stock

Electric blackout blind DMH

Electric light filtering blind RMH
 

Blinds Model code In-stock

Electric blackout blind DMC

Electric light filtering blind RMC
 

In-stock: Available blinds (2 - 4 working day delivery)
Blinds for the FS/ FSR
Blinds Model code In-stock

Manual blackout blind DKD

Manual light filtering blind RFD

Manual venetian blind PAD

Solar blackout blind DSD

Solar light filtering blind RSD

 

Blinds for the FCM
Blinds Model code In-stock

Manual blackout blind DKC

Manual light filtering blind RFC

Manual venetian blind PAC

Solar blackout blind DSC

Solar light filtering blind RSC

 

Blinds for the VS
Blinds Model code In-stock

Solar blackout blind DSH

Solar light filtering blind RSH
 

Blinds for the VCM
Blinds Model code In-stock

Solar blackout blind DSC

Solar light filtering blind RSC
 

Blinds Model code In-stock

Manual blackout blinds DKC

Manual light filtering blinds RFC

Manual venetian blinds PAC

Solar blackout blinds DSC

Solar Light filtering blinds RSC

 

In-stock: Available blind colors
Light filteringBlackout Venetian

1025 1085 1100 3184 3185 1028 1086 9050 7001

FCM requires an accessory tray for blinds.  See page 15 
for product.

Blackout blinds Light filtering blinds Venetian blinds
Blocks the light. Less than 2% of 
light enters the room.  Provides the 
best privacy. 

Adjusts the light. Reduces light  
by 74%. Adjust direct light in  
any direction. Maintain view to 
the outdoors.

Diffuses the light. Controls direct 
sunlight and glare.  Provides basic 
privacy.
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Blinds for the VSE

Blinds for the VCE

Blinds for the QPF

Blinds Model code Special order

Electric blackout blind DMH

Electric light filtering blind RMH

 

Blinds Model code Special order

Electric blackout blind DMC

Electric light filtering blind RMC

 

Special order: Blind colors (14 working day delivery and shipped separately)
Blinds for theFS/ FSR
Blinds Model code Special order

Manual blackout blind DKD

Manual light filtering blind RFD

Manual venetian blind PAD

Solar blackout blind DSD

Solar light filtering blind RSD

 

Blinds for the FCM
Blinds Model code Special order

Manual blackout blind DKC

Manual light filtering blind RFC

Manual venetian blind PAC

Solar blackout blind DSC

Solar light filtering blind RSC

 

Blinds for the VS
Blinds Model code Special order

Solar blackout blind DSH

Solar light filtering blind RSH

 

Blinds for the VCM
Blinds Model code Special order

Solar blackout blind DSC

Solar light filtering blind RSC

 

Blinds Model code Special order

Manual blackout blinds DKC

Manual light filtering blinds RFC

Manual venetian blinds PAC

Solar blackout blinds DSC

Solar light filtering blinds RSC

 

Special order: Available blind colors

FCM requires an accessory tray for blinds.  See page 15 
for product.

Venetian blinds: Adjusts the light. Reduces light by 74%. Adjust direct light in any direction. Maintain view to the outdoors.

Light filtering blinds: Diffuses the light. Controls direct sunlight and glare. Provides basic privacy. 

Blackout blinds: Blocks the light. Less than 2% of light enters the room.  Provides the best privacy.  

4070 4100 4120 4110 4111 4122 0710 4077 4069 4000 4080 4121 4112 4073 1850

4066 4123 4071 4074 4102 4078 2350 0650 4060 4124 4076 4101 4079 4072 0310

4081 4103 4082 1952

9150 7015 4459 7013 7014 7010 7012 7011

www.veluxusa.com
1-800-888-3589

•	 Blackout blinds or  light filtering blinds

•	 Flashing needed

•	 Tech specs

Need answers before you buy.

5195 1705 0705 3113 3009 3111 3131 5135 3003 3001 5145 0855 3004 3123 5155

1355 3006 3002 1455 2505 0605 3112 3101 3010 1655 3008 3007 3122 3011 3124

2655 1955 3005 2055 5265 3121 3132 3182 3183 3187 3186 3181 3180
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Accessories

(ZZZ 213) 
Trim kit

6’ - 10’ rod for operation of manual skylights (ZCT 300) 
Models VS, VCM

Model number , Delivery

ZCT 300 S

6’ - 10’ motorized rod for manual skylights (ZMT 300) 
Models VS, VCM

Model number , Delivery

ZMT 300 S

3’ extension for ZCT 300, ZMT 300 and ZXT 200 (ZCT 100)
Models FS, FSR, VS, FCM, VCM, QPF 

Model number , Delivery

ZCT 100 S

“7 hook” rod for new manual blinds (ZXT 200)
Models FS, FSR, FCM, QPF

Model number , Delivery

ZXT 200 S
Simple operation of skylights and blinds. RF technology 
allows the user to operate skylights and blinds from  
within 30ft of skylight.

Wall mounted keypad (KLI 110 US)

Model number , Delivery

KLI 110 US S

The most advanced skylight remote on the market. It  
can operate skylights and blinds individually or as part  
of a group.
 
Advanced RF technology allows the user to operate  
skylights and blinds from within 30ft of skylight.  
Create programs to control the skylight and blind  
automatically based on time of day, day of the week,  
or month of the year.

Can set the skylight to close automatically after a  
certain period of time after opening. 

Programmable RF Remote (KLR 100 US)

Model number , Delivery

KLR 100 US S

(ZZZ 208)
Angle adaptor for 
chain operator
(ZZZ 203)

Extension for chain operator

Model number , Delivery

ZZZ 203 S

Model number , Delivery

ZZZ 208 S

  
Optional handles are available  
to operate manual venting  
skylights in within-reach  
applications. 

Available for manual venting 
skylights.

VS Crank handle (ZZZ 201)
VCM Crank handle (ZZZ 212)

VS Replacement hook (ZZZ 202)
VCM Replacement hook (ZZZ 211)

Model number , Delivery

ZZZ 201 S

ZZZ 212 S

Model number , Delivery

ZZZ 202 S

ZZZ 211 S

(KLB 100)
Battery backup

(KLF 100 US)
Home automation 
integration kit

Model number , Delivery

KLB 100 T

KLF 100 US T

Model number , Delivery

ZZZ 213 , T
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Size code 056 101 104 106 108 112 150  156 302 304 306 308 601 606

Deck flashing systems Model number , , , , , , , , , , , , , , Delivery

Step flashing EDL 0000A S

Copper step flashing                          
For copper cladding only EDL 0100A N

Biepack  flashing ECB 0000 N/A N/A N/A N/A T

High profile flashing EDW 0000ZAC T

Metal roof flashing EDM 0000 T

FS and QFS bilnds Model number , , , , , , , , , , , , , , Delivery
Electric lightblock shades          
white DMF 1025 N/A N/A Call T

Electric cellular shades            
translucent white FMF 1040 N/A T

Manual cellular shades            
translucent white FFF 1040 N/A N/A N/A N/A N/A N/A N/A N/A T

Manual venetian blinds           
eggshell white PFF 9150 N/A T

Solar battery lightblock shade 
white DSF 1025 N/A T

Electric heatblock awning        
exterior charcoal net cloth MMA 5060 Call T

VSE, VS, QVE,  and QVM 
bilnds Model number , , , , , , , , , , , , , , Delivery

Electric lightblock shades          
white DMA 1025 N/A Call N/A Call N/A N/A N/A Call T

Electric cellular shades            
translucent white FMA 1040 N/A Call N/A Call Call T

Electric heatblock awning        
exterior charcoal net cloth MMA 5060 Call T

Manual cellular shades            
translucent white FDA 1040 N/A N/A Call Call N/A Call Call Call T

Manual venetian blinds           
eggshell white PDA 9150 N/A T

Older skylight model options  
(For models manufactured prior to January 1, 2010. Limited supply. Call for size, model, product code and year availability)

Size code 1430 1446 2222 2230 2234 2246 2270 3030 3046 3434 4646

Blinds Model number , , , , , , , , , , , Delivery

Manual cellular shades            
translucent white FHG 1040 N/A N/A T

Electric heatblock awning        
exterior charcoal net cloth MMC 5080 N/A N/A N/A T

Optional accessories Model number Compatible older models , Delivery

6’ - 10’ manual telescopic rod ZCT 300 FS, VS, QFS, VCM, QVM S

6’ - 10’ motorized telescopic rod ZMT 300 VS, FS, QFS, VCM, QVM S

3’ Extension to ZCT 300 and ZMT 300 ZCT 100 VS, FS, QFS, VCM, QVM S

2’ Manual rod ZOZ 032 VS, FS, QFS, VCM, QVM T

6’ - 10’ manual telescopic rod ZST 300 FCM S

Skylight trim kit ZZZ 189 VSE, VS, FS, QFS, QVE T

Power supply and switch for 1 electric blind KES 160 VS, FS, FCM, QFS S

Power supply for 3 electric blinds WLC 160 VS, FS, QFS S

Sensor interface to home automation systems WLF 111 VSE, VCE T

Wall mounted keypad WLI 160 VSE, VS, FS, QFS, VCE, QVE S

Extra remote control WLR 160 VSE, VS, FS, QFS, VCE, QVE S

Power supply kit KLC 500 VSE, VS, FS, QFS, VCE, QVE S
S  In-stock at regional warehouses – Allow 2 to 4 business days for shipment.

Structural brackets kit for over 
size openings (ZZZ 219) 

Adhesive Underlayment  
(ZOZ 216)

Model number , Delivery

ZZZ 219 T

Model number , Delivery

ZOZ 216 S

Additional step flashing for deck 
mounted products (ZZZ 200 0000)
Additional step flasing for curb mounted 
products (ZZZ 200 0000C)

Model number , Delivery

ZZZ 200 0000 S

ZZZ 200 0000C S
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Non-dealer disclaimer
Any price shown do not include shipping and handling cost, delivery cost by your local VELUX Dealer or applicable sales tax. Final unit pricing can be 10 - 15%+ higher depending on your location, 
services provided and final delivery of the skylight to the job site.  Many of the skylights do not include flashings or blinds. These can be purchased separately. 

All VELUX skylights, roof windows, SUN TUNNEL™ skylights, flashing kits and blinds must be purchased through a qualified VELUX dealer.  Please see the “Where To Buy” section of www.
veluxusa.com website for a list of VELUX dealers near you.

NOTICE: ALL GLASS MAY BE SUBJECT TO UNEXPECTED AND SPONTANEOUS BREAKAGE in rare circumstances due to imperfections in 
the glass that are undetectable during the manufacturing and inspection process by the manufacturer of the glass and VELUX. 

VELUX offers the choice of laminated or tempered glass skylights. Miami-Dade glass, impact glass and comfortplus glass are all types of 
laminated glass. Comfort glass is a type of tempered glass. Laminated glass is a combination of two or more glass sheets with one or more 
interlayers of plastic (PVB) or resin. In case of breakage, the interlayer is designed to hold the fragments together. Tempered glass does 
not contain an interlayer to hold the fragments together. Instead, tempered glass is designed to break into small, pebble-like pieces. When 
tempered glass breaks, pieces of glass come loose and may strike an individual.

CONSULT LOCAL REGULATIONS AND/OR BUILDING MATERIAL CONSULTANTS TO DETERMINE WHICH TYPE OF GLASS IS RIGHT FOR 
YOU OR IF LAMINATED GLASS IS REQUIRED IN YOUR APPLICATION.


